SFS (3000 PSI)
Varilni prirobek SAE HANSA[/ FLEX

Lastnosti
Tladna vrsta 3000 psi
Standard SAEJ518C

1ISO 6162
Oblika izdelave  ravno

Nagin izdelave  varilni prirobek SAE

Obseg dobave  samo predvarjen rob
Material: S355J2G3 (ST52.3)

Navodilo

Navedeni najvisji obratovalni tlak velja za prirobnico! Dejanski obratovalni tlak se doloa na osnovi cevi (debeline stene) in na osnovi kvalitete
cevi!

PriporoCeni vijaki so navedeni v stolpcih M (metr) ali M (unc).

Artikel
i PB 10.9 Velikost Cev
(bar)

SFS 3001 S16 350 1/2" 16x 2 16,0 12,0 381 54 175 456 41 8,5 M8x30  5/16"x1.1/4"
SFS 3001-21.3 350 1/2" 21,3x4,7 220 155 381 54 175 456 41 8,5 M8x30  516"x1.1/4"
SFS 3002-25 350 3/4" 25x3 270 189 476 65 222 518 50 105 M10x30 3/8"x1.1/4"
SFS 3002-26.9 350 3/4" 269x39 270 189 476 65 222 518 50 105 M10x30 3/8"x1.1/4"
SFS 3003-28 315 1" 28 x 3 280 220 524 70 262 584 50 105 M10x35 3/8"x1.1/4"
SFS 3003-30 315 1" 30x4 30,0 220 524 70 262 584 50 105 M10x35 3/8"x1.1/4"
SFS 3003-33.7 315 1" 33,7x45 350 247 524 70 262 584 50 105 M10x35 3/8"x1.1/4"
SFS 3003-38 315 1" 38x5 380 280 524 70 26,2 584 50 105 M10x35 3/8"x1.1/4"
SFS 3004-38 250 1.1/4"  38x5 380 280 587 79 302 726 55 *1 *2 7/16" x 1.1/2"
SFS 3004-42.4 250 1.1/4" 424x63 430 297 587 79 302 726 55 1 2 7/16" x 1.1/2"
SFS 3005-38 200 112" 38x4 380 300 699 94 357 822 57 135 M12x35 1/2"x1.1/2"
SFS 3005-42 200 1.1/2"  42x5 42,0 320 699 94 357 822 57 135 M12x35 1/2"x1.1/2"
SFS 3005-45 200 1.1/2"  45x5 450 350 699 94 357 822 57 135 M12x35 1/2"x1.1/2"
SFS 3005-48.3 200 1.1/2"  483x7,1 49,0 340 699 94 357 822 57 135 M12x35 1/2"x1.1/2"
SFS 3006-55 200 2" 55x 5 550 450 778 102 429 964 57 135 M12x35 1/2"x1.1/2"
SFS 3006-60.3 200 2" 60,3 x 8 603 440 778 102 429 964 57 135 M12x35 1/2"x1.1/2"
SFS 3007-65 160 212" 65x6 650 530 889 114 50,8 1082 58 135 M12x40 1/2"x1.3/4"
SFS 3007-70 160 212"  70x75 700 550 889 114 50,8 1082 58 135 M12x40 1/2"x1.3/4"
SFS 3007-76.1 160 212"  761x71 740 620 889 114 50,8 1082 58 135 M12x40 1/2"x1.3/4"
SFS 3008-80 138 3" 80x6 80,0 680 1064 135 61,9 1306 60 16,7 M16x45 5/8"x2"
SFS 3008-88.9 138 3" 88,9x8 90,0 730 1064 135 619 1306 60 16,7 M16x45 5/8"x2"
SFS 3009-100 35 3.1/2"  100x6 1000 88,0 120,7 152 69,9 1390 60 170 M16x45 5/8"x2"
SFS 3009-88.9 35 3.1/2"  889x8 90,0 73,0 120,7 152 69,9 1390 60 170 M16x45 5/8"x2"
SFS 3010-110 35 4" 110x 6 1100 98,0 1302 162 77,8 1520 60 170 M16x50 5/8"x2"
SFS 3010-114.3 35 4" 1143x88 1150 96,7 1302 162 77,8 1520 60 170 M16x50 5/8"x2"
SFS 3011-133 35 5" 133x6,5 1330 1200 1524 184 92,1 1800 60 170 M16x50 5/8"x2"
SFS 3011-139.7 35 5" 139,7x10 1400 1200 1524 184 92,1 1800 60 170 M16x50 5/8"x2"

PN = nazivni tlak PB = maks. obratovalni tlak

*1) = izbirno 10,5 ali 12,5 — *2) = izbirno M 10 x 30 ali M 12 x 35

Variante izdelka
SFS M (3000 PSI) Varilni prirobek SAE, z 2 polprirobnicama, kompletom vijakov in O-tesnilom
SFS8 U (3000 PSI)  Varilni prirobek SAE, z 2 polprirobnicama, kompletom vijakov in O-tesnilom

Kljub skrbnemu preverjanju napak ne moremo izkljuciti in za informacije, ki so tu navedene, ne prevzemamo nobene odgovornosti.
24.11.2025 HANSA-FLEX AG www.hansa-flex.com 1



