G AN HN

Uvojni cevni nastavek

HANSAVFLEX

Lastnosti

Prikljudek 1 NPT-mati¢ni navoj (NPSM)
Oblika tesnila 1  60° zunanji konus
Prikljucek 2 Zunanji navoj NPT

Oblika tesnila 2  tesni navoje

Nacin izdelave  uvojni cevni nastavek

Oblika izdelave ravno

Material: jeklo

Za3cita povrSine  galvani¢no previeceno

Artikel
Opis G1 G2 SW S1
(mm)

G AN 02 HN 1/8" -27 NPT 1/8" -27 NPT 14 14
G AN 04 HN 1/4" 18 NPT 1/4" -18 NPT 18 18
G AN 04 HN 02 1/4" 18 NPT 1/8"-27 NPT 16 18
G AN 04 HN 06 1/4" 18 NPT 3/8"-18 NPT 18 18
G AN 06 HN 3/8"-18 NPT 3/8" 18 NPT 22 22
G AN 06 HN 04 3/8"-18 NPT 1/4" 18 NPT 21 22
G AN 06 HN 08 3/8"-18 NPT 1/2" 14 NPT 22 22
G AN 08 HN 1/2" 14 NPT 1/2" 14 NPT 25 25
G AN 08 HN 04 1/2" 14 NPT 1/4" -18 NPT 24 25
G AN 08 HN 06 1/2" -14 NPT 3/8"-18 NPT 24 25
G AN 08 HN 12 1/2" 14 NPT 3/4" 14 NPT 29 25
G AN 12 HN 3/4" 14 NPT 3/4" 14 NPT 32 32
G AN 12 HN 08 3/4" 14 NPT 1/2" 14 NPT 32 32
GAN 12 HN 16 3/4" 14 NPT 1"-11,5 NPT 35 38
G AN 16 HN 1"-11,5 NPT 1"-11,5 NPT 38 38
G AN 16 HN 12 1"-11,5 NPT 3/4" 14 NPT 38 38
G AN 20 HN 1,1/4" 11,5 NPT 1,1/4" 11,5 NPT 48 48
G AN 24 HN 16 1,4/2" 11,5 NPT 1" 11,5 NPT 45 54
G AN 24 HN 1,4/2" 11,5 NPT 1,1/2" 11,5 NPT 54 54
G AN 32 HN 2" 11,5 NPT 2" 11,5 NPT 67 67

SW, 81, S2 = kljucna Sirina

Kljub skrbnemu preverjanju napak ne moremo izkljuciti in za informacije, ki so tu navedene, ne prevzemamo nobene odgovornosti.
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