GE HRO HB
Uvojni cevni nastavek HANSA[/FLEX

Lastnosti
Prikljugek 1 zunaniji navoj cilindriéni BSP oR sw
Oblika tesnila 1 oblika G

Prikljucek 2 zunaniji navoj cilindriéni BSP

Oblika tesnila2  60° notranji konus

Nacin izdelave  uvojni cevni nastavek

Oblika izdelave ravno

Material: jeklo

Za3c¢ita povrSine  galvani¢no previec¢eno

Artikel
Opis G1 G2 SW OR

(mm)
GE HRO 02 HB G 1/8"-28 G 1/8"-28 20 7,65x 1,78
GE HRO 04 HB 02 G 1/4" 19 G 1/8"-28 20 10,78 x 2,62
GE HRO 04 HB G 1/4" 19 G 1/4"-19 20 10,78 x 2,62
GE HRO 04 HB 06 G 1/4" 19 G 3/8"-19 24 10,78 x 2,62
GE HRO 06 HB 04 G 3/8" 19 G 1/4"19 24 13,94 x 2,62
GE HRO 06 HB G 3/8"-19 G 3/8"-19 24 13,94 x 2,62
GE HRO 06 HB 08 G 3/8"-19 G 1/2"-14 29 13,94 x 2,62
GE HRO 08 HB 06 G 1/2" 14 G 3/8"-19 29 17,86 x 2,62
GE HRO 08 HB G1/2" 14 G 1/2" 14 28 17,86 x 2,62
GE HRO 08 HB 10 G 1/2" 14 G 5/8"-14 29 17,86 x 2,62
GE HRO 08 HB 12 G 1/2" 14 G 3/4" 14 29 17,86 x 2,62
GE HRO 12 HB 08 G 3/4" 14 G 1/2" 14 35 23,47 x 2,62
GE HRO 12 HB G 3/4" 14 G 3/4" 14 35 23,47 x 2,62
GE HRO 12 HB 16 G 3/4" 14 G1"-11 43 23,47 x 2,62
GE HRO 16 HB 12 G1"-11 G 3/4" 14 43 29,74 x 3,53
GE HRO 16 HB G1"-11 G1"-11 43 29,74 x 3,53
GE HRO 20 HB 16 G 1,1/4" 11 G1"-11 53 37,69 x 3,53
GE HRO 20 HB G 1,1/4" 11 G 1,1/4" 11 53 37,69 x 3,53
GE HRO 24 HB G 1,172" 11 G 1,1/2" 11 58 44,04 x 3,53

SW = kljuéna $irina

Kljub skrbnemu preverjanju napak ne moremo izkljuciti in za informacije, ki so tu navedene, ne prevzemamo nobene odgovornosti.
06.03.2026 HANSA-FLEX AG www.hansa-flex.com 1



