PHN 200
Pritisni okov za pleteno cev HANSA[/FLEX

Lastnosti
Vrsta okova nerezkan okov
primerno za 1SN (HD 100)

2SN (HD 200)

28C (KP 200)
Material: jeklo .
Zascita povr§ine  galvanicno prevleceno a

2P Yy 7!
LF .
Navodilo
Kateri okov ustreza, je odvisno od vrste cevi.
Artikel
Opis DN* Size Palec D1 D3 LF
(mm) (mm) (mm)

PHN 204 5 3 3/16" 21,0 9,5 23,5
PHN 206 6 4 1/4" 23,0 11,4 30,0
PHN 208 8 5 5/16" 24,0 13,2 30,0
PHN 210 10 6 3/8" 26,0 14,5 31,0
PHN 213 12 8 1/2" 29,0 18,3 32,0
PHN 216 16 10 5/8" 33,0 21,6 36,0
PHN 220 19 12 3/4" 37,0 24,4 42,5
PHN 225 25 16 1" 46,0 31,0 51,0
PHN 232 31 20 1.1/4" 59,0 38,3 57,5
PHN 240 38 24 1.1/2" 67,0 44,0 60,5
PHN 250 51 32 2" 80,0 57,0 74,0

NP = nazivni premer, nazivna $irina

Kljub skrbnemu preverjanju napak ne moremo izkljuciti in za informacije, ki so tu navedene, ne prevzemamo nobene odgovornosti.
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