ND HN

Vticni prikljucek, AGN

HANSAVFLEX

Lastnosti /1
Prikljuek 1 Zunanji navoj NPT — —
Oblika tesnila 1  tesni navoje, dodatni 60° notranji konus. DNI G
kratica AGN '_qu_m%jﬁJ !
Material: jeklo - 1
Zaigita povrsine  galvani¢no prevle¢eno L1
Navodilo
Neposkodovane cevne nastavke se lahko ponovno uporabi.
Artikel
Opis DN Size Palec G1 L1 S1
(mm)
ND 06 HN 02 6 4 1/4" 1/8" -27 NPT 35,0 12
ND 06 HN 6 4 1/4" 1/4" -18 NPT 40,0 14
ND 10 HN 06 10 6 3/8" 1/4" -18 NPT 45,0 14
ND 10 HN 10 6 3/8" 3/8" -18 NPT 45,0 22
ND 10 HN 13 10 6 3/8" 1/2" -14 NPT 52,0 22
ND 13 HN 10 12 8 172" 3/8" -18 NPT 49,0 22
ND 13 HN 12 8 172" 1/2" -14 NPT 55,0 22
ND 16 HN 13 16 10 5/8" 1/2" -14 NPT 66,0 22
ND 20 HN 19 12 3/4" 3/4" -14 NPT 66,0 32
Pribor

ND ASR GE, RO, BL

Omejevalni obro€ za vti€ni cevni prikljuc¢ek

Kljub skrbnemu preverjanju napak ne moremo izkljuciti in za informacije, ki so tu navedene, ne prevzemamo nobene odgovornosti.

27.03.2026

HANSA-FLEX AG

www.hansa-flex.com



