RMM 40 H
Manometer brez glicerinskega polnenjenja HANSA[/FLEX

Lastnosti

Nagin izdelave ]fi’lil?negspring pressure gauge without glycerine
Prikljuek 1 zunanji navoj cilindri¢ni BSP

Oblika tesnila 1 plosko tesnece s cepom

Prikljugek zadaj, centricno

Standard EN 837-1

obmocje temperatur:  maks. medij +60 °C
Okolice -20 °C do +60 °C

Navodilo
Obmocje uporabe ob stati¢ni obremenitvi: 3/4 obsega skale.
Obmocje uporabe pri dinami¢ni obremenitvi: 2/3 obsega skale.

Artikel

Opis Naz.velikost @ Obmocdje skale Kval.razred Prikljucek
RMM 40-1-1/8 H 40 0...1 2,5 G 1/8"-28
RMM 40-1.6-1/8 H 40 0...1,6 2,5 G 1/8" -28
RMM 40-2.5-1/8 H 40 0..2,5 2,5 G 1/8"-28
RMM 40-4-1/8 H 40 0.4 2,5 G 1/8" -28
RMM 40-6-1/8 H 40 0...6 2,5 G 1/8"-28
RMM 40-10-1/8 H 40 0...10 2,5 G 1/8"-28
RMM 40-16-1/8 H 40 0...16 2,5 G 1/8"-28
RMM 40-25-1/8 H 40 0...25 2,5 G 1/8"-28
RMM 40-40-1/8 H 40 0...40 2,5 G 1/8" -28
RMM 40-60-1/8 H 40 0...60 2,5 G 1/8" -28
RMM 40-100-1/8 H 40 0...100 2,5 G 1/8" -28
RMM 40-160-1/8 H 40 0...160 2,5 G 1/8"-28
RMM 40-250-1/8 H 40 0...250 2,5 G 1/8"-28
RMM 40-315-1/8 H 40 0...315 2,5 G 1/8"-28
RMM 40-400-1/8 H 40 0...400 2,5 G 1/8"-28
RMM 40-1 H 40 0...1 2,5 G 1/4"-19
RMM 40-1.6 H 40 0...1,6 2,5 G 1/4"-19
RMM 40-2.5 H 40 0..2,5 2,5 G 1/4" -19
RMM 40-4 H 40 0.4 2,5 G 1/4" -19
RMM 40-6 H 40 0...6 2,5 G 1/4"-19
RMM 40-10 H 40 0...10 2,5 G 1/4"-19
RMM 40-16 H 40 0...16 2,5 G 1/4"-19
RMM 40-25 H 40 0...25 2,5 G 1/4"-19
RMM 40-40 H 40 0...40 2,5 G 1/4"-19
RMM 40-60 H 40 0...60 2,5 G 1/4" -19
RMM 40-100 H 40 0...100 2,5 G 1/4" -19
RMM 40-160 H 40 0...160 2,5 G 1/4"-19
RMM 40-250 H 40 0...250 2,5 G 1/4"-19
RMM 40-315 H 40 0...315 2,5 G 1/4"-19
RMM 40-400 H 40 0...400 2,5 G 1/4"-19

Kljub skrbnemu preverjanju napak ne moremo izkljuciti in za informacije, ki so tu navedene, ne prevzemamo nobene odgovornosti.
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