2 OKVC

Priponka z 2 uSesi

HANSAVFLEX

Lastnosti
Obmodje uporabe  cevne pritrditve za nizko- in srednjetlaéno podrocje.

Material: jeklo

ZaS¢ita povrSine  kromirano

Artikel

Opis Napenjalno obmocje (mm)

20K 3-5VC 3,0-5,0

2 0K 3.1-4.1 VC 3,1-4,1

2 0K 3.5-4.5VC 35-45

2 0K 5-7VC 50-7,0

20K7-9VC 7,0-9,0

20K 8-11VC 8,0-11,0

2 0K9-11VC 9,0-11,0

2 0K 11-13VC 11,0-13,0

2 0K 13-15VC 13,0-15,0

2 0K 15-17 VC 15,0-17,0

2 0K 15-18 VC 15,0 - 18,0

2 0K 16-19 VC 16,0 - 19,0 ,

2 0K 17-20 VC 17,0 - 20,0 8,5
2 0K 19-22 VC 19,0 - 22,0 9,0
2 0K 20-23 VC 20,0 - 23,0 9,0
2 0K 22-25 VC 22,0-25,0 10,0
2 OK 23-25 VC 23,0 - 25,0 10,0
2 0K 23-27 VC 23,0-27,0 10,0
2 OK 25-28 VC 25,0-28,0 10,0
2 0K 27-31VC 27,0-31,0 10,0
2 OK 28-31 VC 28,0-31,0 10,0
2 0K 31-34 VC 31,0- 34,0 10,0
2 OK 34-37 VC 34,0-37,0 10,0
2 OK 37-40 VC 37,0- 40,0 10,0
2 0K 40-43VC 40,0 - 43,0 10,0
2 OK 43-46 VC 43,0 - 46,0 10,0

Variante izdelka
2 0K Priponka z 2 uSesi, galvani¢no prevle¢eno
2 OK VA Priponka z 2 u$esi, nerjavno jeklo

Kljub skrbnemu preverjanju napak ne moremo izkljuciti in za informacije, ki so tu navedene, ne prevzemamo nobene odgovornosti.
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