ESK
Cevna objemka HANSA[/F LEX

Lastnosti
Nagin izdelave Objemke s polzastim navojem

Nacin izdelave-dodatek ~ Sestrobi vijak z zarezo

Material: legirano jeklo 1.4301
Artikel
Opis Napenjalno obmocje (mm) Razpon
(mm)
ESK 11-17 11-17 9,0
ESK 15-24 15-24 9,0
ESK 19-28 19-28 12,0
ESK 22-32 22-32 12,0
ESK 26-38 26 - 38 12,0
ESK 32-44 32-44 12,0
ESK 38-50 38 - 50 12,0
ESK 44-56 44 - 56 12,0
ESK 50-65 50 - 65 12,0
ESK 58-75 58 - 75 12,0
ESK 68-85 68 - 85 12,0
ESK 77-95 77 - 95 12,0
ESK 87-112 87 - 112 12,0
ESK 104-138 104 - 138 12,0
ESK 136-165 136 - 165 12,0
ESK 150-180 150 - 180 12,0
ESK 175-205 175 - 205 12,0
ESK 200-231 200 - 231 12,0
ESK 226-256 226 - 256 12,0
ESK 251-282 251 -282 12,0
ESK 277-307 277 - 307 12,0

Variante izdelka
ESK W2 Cevna objemka, legirano jeklo 1.4016

ESK W5  Cevna objemka, legirano jeklo 1.4436

Pribor
SCHRAUBENDR |zvijaé, upogljiv

Kljub skrbnemu preverjanju napak ne moremo izkljuciti in za informacije, ki so tu navedene, ne prevzemamo nobene odgovornosti.
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