GBS
Objemka na zglobni sornik PA-RI HANSA[/ FLEX

Lastnosti
Obmodje uporabe  za sesalne in povratne cevovode

Nagin izdelave objemka na zglobni sornik

Material: jeklo

Za$cita povrine  galvani¢no prevleceno

Artikel
za zunanji @ mm cevi Napenjalno obmocje (mm) Izvedba
(mm)

GBS 36-20 36 32-38 20,0 1xM6 1 - delno
GBS 42-20 42 38-44 20,0 1xM6 1 - delno
GBS 44-20 44 40 - 46 20,0 1xM6 1 - delno
GBS 48-20 48 44 - 50 20,0 1xM6 1 - delno
GBS 50-20 50 46 - 52 20,0 1xM6 1 - delno
GBS 56-25 56 52 - 58 25,0 1xM8 1 - delno
GBS 61-25 61 57 - 63 25,0 1xM8 1 - delno
GBS 63-25 63 59 - 65 25,0 1xM8 1 - delno
GBS 70-25 70 66 - 72 25,0 1xM8 1 - delno
GBS 76-25 76 72-78 25,0 1xM8 1 - delno
GBS 78-25 78 74 - 80 25,0 1xM8 1 - delno
GBS 83-25 83 79 -85 25,0 1xM8 1 - delno
GBS 89-25 89 85 - 91 25,0 1xM8 1 - delno
GBS 91-25 91 87 -93 25,0 1xM8 1 - delno
GBS 94-25 94 90 - 96 25,0 1xM8 1 - delno
GBS 105-25 - 101 - 107 25,0 1xM8 1 - delno
GBS 116-25 116 112-118 25,0 1xM8 1 - delno
GBS 118-25 118 114 - 120 25,0 1xM8 1 - delno
GBS 145-25 145 137 - 149 25,0 2xM8 2 - delno
GBS 170-25 170 162 - 174 25,0 2xM8 2 - delno
GBS 225-25 225 217 - 229 25,0 2xM8 2 - delno

Kljub skrbnemu preverjanju napak ne moremo izkljuciti in za informacije, ki so tu navedene, ne prevzemamo nobene odgovornosti.
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