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Lastnosti
Območje uporabe za sesalne in povratne cevovode
Način izdelave objemka na zglobni sornik
Standard podobno DIN 3017
Material: jeklo
Zaščita površine galvanično prevlečeno

Artikel
Opis Napenjalno območje (mm) Razpon 
 (mm)

MRS 17-19
MRS 20-22
MRS 21-23
MRS 23-25
MRS 25-27
MRS 26-28
MRS 29-31
MRS 32-35
MRS 36-39
MRS 40-43
MRS 44-47
MRS 48-51
MRS 52-55
MRS 56-59
MRS 60-63
MRS 64-67
MRS 68-73
MRS 74-79
MRS 80-85
MRS 86-91
MRS 92-97
MRS 98-103
MRS 104-112
MRS 113-121
MRS 122-130
MRS 131-139
MRS 140-148
MRS 149-161
MRS 162-174
MRS 175-187
MRS 188-200
MRS 201-213
MRS 214-226
MRS 227-239
MRS 240-252
MRS 253-265
MRS 266-278
MRS 279-291
MRS 292-304

17 - 19
20 - 22
21 - 23
23 - 25
25 - 27
26 - 28
29 - 31
32 - 35
36 - 39
40 - 43
44 - 47
48 - 51
52 - 55
56 - 59
60 - 63
64 - 67
68 - 73
74 - 79
80 - 85
86 - 91
92 - 97
98 - 103
104 - 112
113 - 121
122 - 130
131 - 139
140 - 148
149 - 161
162 - 174
175 - 187
188 - 200
201 - 213
214 - 226
227 - 239
240 - 252
253 - 265
266 - 278
279 - 291
292 - 304

18,0
18,0
18,0
18,0
18,0
18,0
18,0
20,0
20,0
20,0
22,0
20,0
22,0
20,0
20,0
22,0
24,0
24,0
24,0
24,0
24,0
24,0
24,0
24,0
25,0
25,0
25,0
25,0
25,0
25,0
25,0
25,0
25,0
25,0
25,0
30,0
30,0
30,0
30,0

Variante izdelka
MRSS Objemka na zglobni sornik, legirano jeklo 1.4301


