MRSS
Objemka na zglobni sornik HANSA[/FLEX

Lastnosti
Obmodje uporabe  za sesalne in povratne cevovode

Nagin izdelave objemka na zglobni sornik

Standard podobno DIN 3017
Material: legirano jeklo 1.4301
Artikel
Opis Napenjalno obmocje (mm) Razpon SW
(mm) (mm)
MRSS 17-19 17-19 18,0 8
MRSS 19-21 19-21 18,0 8
MRSS 21-23 21-23 18,0 8
MRSS 23-25 23-25 18,0 8
MRSS 25-27 25-27 18,0 8
MRSS 27-29 27 - 29 18,0 8
MRSS 29-31 29 - 31 18,0 8
MRSS 31-34 31-34 18,0 8
MRSS 34-37 34-37 18,0 8
MRSS 37-40 37 -40 18,0 8
MRSS 40-43 40 - 43 18,0 8
MRSS 43-47 43 - 47 20,0 10
MRSS 47-51 47 - 51 20,0 10
MRSS 51-55 51-55 20,0 10
MRSS 55-59 55 - 59 20,0 10
MRSS 59-63 59 - 63 20,0 10
MRSS 63-68 63 - 68 20,0 10
MRSS 68-73 68 -73 25,0 13
MRSS 73-79 73-79 25,0 13
MRSS 79-85 79 -85 25,0 13
MRSS 85-91 85 - 91 25,0 13
MRSS 91-97 91-97 25,0 13
MRSS 97-104 97 - 104 25,0 13
MRSS 104-112 104 - 112 25,0 13
MRSS 112-121 112 - 121 25,0 13
MRSS 121-130 121 -130 25,0 13
MRSS 130-140 130 - 140 30,0 17
MRSS 140-150 140 - 150 30,0 17
MRSS 150-162 150 - 162 30,0 17
MRSS 162-174 162 - 174 30,0 17
MRSS 174-187 174 - 187 30,0 17
MRSS 187-200 187 - 200 30,0 17
MRSS 200-213 200 - 213 30,0 17
MRSS 213-226 213 - 226 30,0 17
MRSS 226-239 226 - 239 30,0 17
MRSS 239-252 239 - 252 30,0 17

Variante izdelka
MRS Objemka na zglobni sornik, jeklo

Kljub skrbnemu preverjanju napak ne moremo izkljuciti in za informacije, ki so tu navedene, ne prevzemamo nobene odgovornosti.
16.01.2026 HANSA-FLEX AG www.hansa-flex.com 1



