
MRSS
Objemka na zglobni sornik
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Lastnosti
Območje uporabe za sesalne in povratne cevovode
Način izdelave objemka na zglobni sornik
Standard podobno DIN 3017
Material: legirano jeklo 1.4301

Artikel
Opis Napenjalno območje (mm) Razpon SW 
 (mm) (mm)

MRSS 17-19
MRSS 19-21
MRSS 21-23
MRSS 23-25
MRSS 25-27
MRSS 27-29
MRSS 29-31
MRSS 31-34
MRSS 34-37
MRSS 37-40
MRSS 40-43
MRSS 43-47
MRSS 47-51
MRSS 51-55
MRSS 55-59
MRSS 59-63
MRSS 63-68
MRSS 68-73
MRSS 73-79
MRSS 79-85
MRSS 85-91
MRSS 91-97
MRSS 97-104
MRSS 104-112
MRSS 112-121
MRSS 121-130
MRSS 130-140
MRSS 140-150
MRSS 150-162
MRSS 162-174
MRSS 174-187
MRSS 187-200
MRSS 200-213
MRSS 213-226
MRSS 226-239
MRSS 239-252

17 - 19
19 - 21
21 - 23
23 - 25
25 - 27
27 - 29
29 - 31
31 - 34
34 - 37
37 - 40
40 - 43
43 - 47
47 - 51
51 - 55
55 - 59
59 - 63
63 - 68
68 - 73
73 - 79
79 - 85
85 - 91
91 - 97
97 - 104
104 - 112
112 - 121
121 - 130
130 - 140
140 - 150
150 - 162
162 - 174
174 - 187
187 - 200
200 - 213
213 - 226
226 - 239
239 - 252

18,0
18,0
18,0
18,0
18,0
18,0
18,0
18,0
18,0
18,0
18,0
20,0
20,0
20,0
20,0
20,0
20,0
25,0
25,0
25,0
25,0
25,0
25,0
25,0
25,0
25,0
30,0
30,0
30,0
30,0
30,0
30,0
30,0
30,0
30,0
30,0

8
8
8
8
8
8
8
8
8
8
8
10
10
10
10
10
10
13
13
13
13
13
13
13
13
13
17
17
17
17
17
17
17
17
17
17

Variante izdelka
MRS Objemka na zglobni sornik, jeklo


