SBS 220/ 225
Objemka na napenjalno Celjust HANSA[/FLEX

Lastnosti
Obmodje uporabe za cevi iz gume in umetne mase

Nagin izdelave cevna objemka

Natin izdelave-dodatek  2-delno s vpenjalno Celjustjo za zateg po DIN
3017

Material: jeklo
Zas$gita povrSine galvani¢no prevleceno
Artikel
Opis najman;jsi &

(mm)
SBS 220-42 42 20,0
SBS 220-44 44 20,0
SBS 220-46 46 20,0
SBS 220-48 48 20,0
SBS 220-50 50 20,0
SBS 220-52 52 20,0
SBS 220-54 54 20,0
SBS 220-56 56 20,0
SBS 220-58 58 20,0
SBS 220-60 60 20,0
SBS 220-62 62 20,0
SBS 220-64 64 20,0
SBS 220-66 66 20,0
SBS 220-68 68 20,0
SBS 220-70 70 20,0
SBS 220-72 72 20,0
SBS 220-74 74 20,0
SBS 220-76 76 20,0
SBS 220-78 78 20,0
SBS 220-80 80 20,0
SBS 220-82 82 20,0
SBS 220-84 84 20,0
SBS 220-86 86 20,0
SBS 220-88 88 20,0
SBS 220-90 90 20,0
SBS 220-92 92 20,0
SBS 220-94 94 20,0
SBS 220-96 96 20,0
SBS 220-98 98 20,0
SBS 220-100 100 20,0
SBS 225-42 42 25,0
SBS 225-44 44 25,0
SBS 225-46 46 25,0
SBS 225-48 48 25,0
SBS 225-50 50 25,0
SBS 225-52 52 25,0
SBS 225-54 54 25,0
SBS 225-56 56 25,0
SBS 225-58 58 25,0
SBS 225-60 60 25,0
SBS 225-62 62 25,0
SBS 225-64 64 25,0
SBS 225-66 66 25,0
SBS 225-68 68 25,0
SBS 225-70 70 25,0
SBS 225-72 72 25,0
SBS 225-74 74 25,0
SBS 225-76 76 25,0
SBS 225-78 78 25,0
SBS 225-80 80 25,0
—_—

Kljub skrbnemu preverjanju napak ne moremo izkljuciti in za informacije, ki so tu navedene, ne prevzemamo nobene odgovornosti.
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SBS 220/ 225
Objemka na napenjalno Celjust HANSA[/FLEX

Artikel
Opis najman;jsi & Razpon
(mm) (mm)
SBS 225-82 82 25,0
SBS 225-84 84 25,0
SBS 225-86 86 25,0
SBS 225-88 88 25,0
SBS 225-90 90 25,0
SBS 225-92 92 25,0
SBS 225-94 94 25,0
SBS 225-96 96 25,0
SBS 225-98 98 25,0
SBS 225-100 100 25,0
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