HK CFS
Glava vilic. kratka HANSAVFLEX

Lastnosti

HK CFS

Material: jeklo S355J0 (Fe510C) G _
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Artikel
Opis A B (o} Sirina Teza
(mm) (mm) (mm) (mm) (kg)

HK CFS 00000 16 50,00 34,00 16,0 35,00 16,00 24,0 16,20 35,0 0,27
HK CFS 00000 20 60,00 40,00 20,0 40,00 20,00 30,0 20,25 40,0 0,38
HK CFS 00000 25 70,00 45,00 25,0 50,00 25,00 30,0 25,25 50,0 0,71
HK CFS 00000 30 80,00 50,00 30,0 60,00 30,00 35,0 30,25 60,0 1,10
HK CFS 00000 35 90,00 55,00 35,0 70,00 35,00 40,0 35,25 70,0 1,60
HK CFS 00000 40 110,00 70,00 40,0 80,00 40,00 50,0 40,25 80,0 2,70
HK CFS 00000 50 145,00 95,00 50,0 100,00 50,00 60,0 50,50 100,0 5,86
HK CFS 00000 60 160,00 105,00 60,0 110,00 60,00 55,0 60,50 110,0 7,10

Kljub skrbnemu preverjanju napak ne moremo izkljuciti in za informacije, ki so tu navedene, ne prevzemamo nobene odgovornosti.
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