HK DLMDL
dugiina tracnica DLMDL HANSAVFLEX

Lastnosti HI DLMDL
Material: NBR - g
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Opis

za znizanje ravni zvoka in duSenja nihanj
dusilna naravna guma, vulkanizirana z jeklenimi tracnicami
brez kovinskega stika med nadgradnjo in ogrodjem

Artikel
i IEC motor velikost B

HK DLMDL 90L 90L 50,00 22,0 25,0 20,0 14,00 40,0 8,00 12 240,0 1250 2050 M8 2,10
HK DLMDL 100L  100L 50,00 24,0 25,0 20,0 14,00 40,0 8,00 12 240,0 140,0 2050 M10 2,25
HK DLMDL 112M  112M 50,00 20,0 25,0 20,0 14,00 40,0 8,00 12 240,0 140,0 2050 M10 2,30
HK DLMDL 132S 132S 50,00 20,0 25,0 20,0 14,00 45,0 8,00 12 2850 140,0 2450 M10 2,42
HK DLMDL 132M  132M 50,00 20,0 25,0 20,0 14,00 45,0 8,00 12 2850 178,0 2450 M10 2,42
HK DLMDL 160M  160M 70,00 28,0 35,0 26,0 18,00 60,0 1500 15 340,0 210,0 300,0 M12 7,50
HK DLMDL 160L  160L 70,00 28,0 35,0 26,0 18,00 60,0 1500 15 416,0 2540 370,0 M12 7,50
HK DLMDL 180M  180M 70,00 35,0 35,0 26,0 18,00 60,0 1500 15 416,0 241,0 370,0 M12 8,00
HK DLMDL 180L  180L 70,00 35,0 35,0 26,0 18,00 60,0 15,00 15 446,0 279,0 400,0 M12 8,00
HK DLMDL 200L 200L 70,00 35,0 35,0 32,0 22,00 60,0 15,00 15 496,0 3050 430,0 M16 8,55

Kljub skrbnemu preverjanju napak ne moremo izkljuciti in za informacije, ki so tu navedene, ne prevzemamo nobene odgovornosti.
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