BOERD DI PN16 HANSAVFLEX

Navodilo

Tolerance:<br>

dolzinske mere po DIN 7715 - del 5 P2,<br>
debelinske mere po DIN 7715 - del 5 P3,<br>

Artikel
Opis D d s
(mm) (mm) (mm)
BOERD DI DN15 PN16 50,0 22,00 2,0
BOERD DI DN20 PN16 60,0 28,00 2,0
BOERD DI DN25 PN16 70,0 35,00 2,0
BOERD DI DN32 PN16 82,0 43,00 2,0
BOERD DI DN40 PN16 92,0 49,00 2,0
BOERD DI DN50 PN16 107,0 61,00 2,0
BOERD DI DN65 PN16 127,0 77,00 2,0
BOERD DI DN100 PN16 162,0 115,00 2,0
BOERD DI DN125 PN16 192,0 141,00 2,0
BOERD DI DN150 PN16 218,0 169,00 2,0
BOERD DI DN175 PN10 248,0 195,00 2,0
BOERD DI DN200 PN16 273,0 220,00 2,0
BOERD DI DN250 PN16 330,0 274,00 2,0
BOERD DI DN300 PN16 385,0 325,00 2,0
BOERD DI DN350 PN16 445,0 368,00 2,0
BOERD DI DN400 PN16 497,0 420,00 2,0
BOERD DI DN450 PN16 557,0 470,00 2,0

Kljub skrbnemu preverjanju napak ne moremo izkljuciti in za informacije, ki so tu navedene, ne prevzemamo nobene odgovornosti.
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