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Lastnosti
Drsna hitrost max. 0,5 m/s
Temperatura min. -30 °C
Temperatura max. 80 °C
Sredstva Mineralna olja
Montaža vtisne se v odprt utor
Material: (1) Puša: jeklo

(2) Strgalo: PUR
Uporaba Hidravlika

Opis
potrebuje malo prostora
visoka obrabna odpornost
enostavna rešitev.

Artikel
Opis d D L 
 (mm) (mm) (mm)
PW 20-U
PW 22-U
PW 25-U
PW 30-U
PW 35-U
PW 40-U
PW 45-U
PW 50-U
PW 55-U
PW 60-U
PW 65-U
PW 70-U
PW 75-U
PW 80-U
PW 85-U
PW 90-U
PW 95-U
PW 100-U
PW 105-U
PW 110-U
PW 120-U

20
22
25
30
35
40
45
50
55
60
65
70
75
80
85
90
95
100
105
110
120

32
34
37
42
47
52
57
62
69
74
79
84
89
94
99
104
109
114
121
126
136

6,0
6,0
6,0
6,0
7,0
7,0
7,0
7,0
8,0
8,0
8,0
8,0
8,0
8,0
8,0
8,0
8,0
8,0
9,0
9,0
9,0


