RS L
Tesnilo batnice, RS-L HANSAVFLEX

Lastnosti e |
Nagdin izdelave Utorni obro¢ batnice ﬁ""?——?‘w FR
Obratovalni tlak  do 400 bar oruck-Passse [
Drsna hitrost max. 0,5 m/s Spaliiak clea;af:‘:';} E; L
Temperatura min.  -30 °C ?:::Fk RS...-.L " R5..-LA | 1—L; i
- d=hlenm [E=60men| d=&0mm [d=68mm * e
Temperatura max. 80 °C 50 | <0.40|<0.50] < 0,60 |< 0,80 pan
Sredstva Mineralna olja 100 | < 0,30 |<0,40] < 0,60 |< 0,80 ' e
— - - - - - 200 | = 0,20 |<0,30] < 0,40 |< 0,60 L & N
Montaza v zaprtih utorih v odprtih vgradnih prostorih 300 | < 0,15 < 0,20] < 0,30 |< 0,40 IFolaranz [ Tolerance)
" - 400 [ d o L |
Material: (2) Tesnilo: PUR ggg < 0.10|<i0.15 :gﬁ“ﬂ :gﬁg PR +g@
Uporaba Hidravlika -
Opis
tesnilo z majhnim trenjem.
visoka obrabna odpornost
enostavna resitev.
Primerno za teleskopske valje.
Navodila za naro¢anje
Tesnila s premerom od 20 do 510 mm lahko izdelamo hitro.
Artikel
Opis D d L Utori skladno z
(mm) (mm) (mm)
RS 15 26-L 26,0 15,0 8,0 -
RS 18 26-L1 26,0 18,0 7,0 -
RS 25 33-L1 33,0 25,0 7,5 -
RS 25 33-L3 33,0 25,0 6,3 -
RS 25 35-L 25,0 25,0 8,0 ISO 5597
RS 30 38-L 38,0 30,0 12,5 -
RS 30 40-L 40,0 30,0 8,0 -
RS 32 40-L1 40,0 32,0 7,0 -
RS 32 40-L 40,0 32,0 7.7 -
RS 32 41-L 41,0 32,0 8,9 -
RS 35 43-L 43,0 35,0 8,0 -
RS 36 43-L 43,0 36,0 12,5 -
RS 36 44-L 44,0 36,0 7,0 -
RS 38 46-L 46,0 38,0 12,5 -
RS 38 48-L 48,0 38,0 9,0 -
RS 40 48-L1 48,0 40,0 6,3 -
RS 40 48-L 48,0 40,0 12,5 -
RS 40 50-L 50,0 40,0 8,0 ISO 5597
RS 40 55-L 55,0 40,0 11,0 -
RS 42 50-L 50,0 42,0 12,5 -
RS 42 53-L 53,0 42,0 10,0 -
RS 45 53-L 53,0 45,0 12,5 -
RS 45 55-L 55,0 45,0 12,5 -
RS 48 56-L1 56,0 48,0 12,5 -
RS 50 57-L 57,0 50,0 11,0 -
RS 50 58-L 58,0 50,0 12,5 -
RS 50 60-L 60,0 50,0 8,0 ISO 5597
RS 50 60-L1 60,0 50,0 11,0 -
RS 50 65-L1 65,0 50,0 11,0 -
RS 55 62-L 62,5 55,0 10,0 -
RS 55 63-L 63,0 55,0 12,5 -
RS 55 65-L1 65,0 55,0 9,5 -
RS 55 65-L 65,0 55,0 11,0 -
RS 58 68-L 68,0 58,0 12,5 -
RS 60 68-L 68,0 60,0 12,5 -
RS 60 70-L 70,0 60,0 12,5 -
RS 60 75-L1 75,0 60,0 11,0 -
RS 60 75-L2 75,0 60,0 12,5 -
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RS L
Tesnilo batnice, RS-L HANSAVFLEX

Artikel
Opis D d L Utori skladno z
(mm) (mm) (mm)
RS 60 75-L 75,0 60,0 16,5 -
RS 63 71-L 71,0 63,0 12,5 -
RS 65 73-L 73,0 65,0 12,5 -
RS 67 75-L 75,0 67,0 12,5 -
RS 70 78-L 78,0 70,0 12,5 -
RS 70 80-L 80,0 70,0 12,5 -
RS 70 85-L 85,0 70,0 12,5 ISO 5597
RS 70 90-L 90,0 70,0 13,0 -
RS 73 82-L 82,4 73,0 7.8 -
RS 75 83-L 83,0 75,0 12,5 -
RS 75 85-L1 85,0 75,0 9,5 -
RS 75 85-L 85,0 75,0 12,5 -
RS 78 86-L1 86,0 78,0 12,5 -
RS 78 90-L 90,0 78,0 13,0 -
RS 80 88-L 88,0 80,0 12,5 -
RS 80 90-L1 90,0 80,0 11,0 -
RS 80 90-L2 90,0 80,0 12,5 -
RS 80 95-L 95,0 80,0 12,5 ISO 5597
RS 82 97-L 97,5 82,5 13,0 -
RS 85 93-L 83,0 85,0 12,5 -
RS 87 95-L 95,0 87,0 12,5 -
RS 89 97-L 97,0 89,0 12,5 -
RS 90 98-L 98,0 90,0 12,5 -
RS 90 100-L1 100,0 90,0 10,0 -
RS 90 100-L 100,0 90,0 12,5 -
RS 90 105-L 105,0 90,0 12,5 ISO 5597
RS 90 110-L 110,0 90,0 13,0 -
RS 93 101-L 101,0 93,0 12,5 -
RS 95 103-L 103,0 95,0 12,5 -
RS 95 105-L1 105,0 95,0 9,5 -
RS 95 105-L 105,0 95,0 13,0 ISO 5597
RS 97 105-L1 105,0 97,0 12,5 -
RS 100 108-L 108,0 100,0 12,5 -
RS 100 110-L1 110,0 100,0 11,0 -
RS 100 110-L 110,0 100,0 12,5 -
RS 1001 15-L 115,0 100,0 11,0 -
RS 100 115-L1 115,0 100,0 13,0 -
RS 100 120-L1 120,0 100,0 13,0 -
RS 105 113-L1 113,0 105,0 12,5 -
RS 105 113-L 113,0 105,0 14,5 -
RS 105 115-L 115,0 105,0 12,5 -
RS 108 116-L 116,0 108,0 12,5 -
RS 110 118-L 118,0 110,0 12,5 -
RS 113 123-L1 123,0 113,0 9,5 -
RS 115 123-L 123,0 115,0 12,5 -
RS 115 125-L1 125,0 115,0 13,0 -
RS 115 125-L 125,0 115,0 15,0 -
RS 120 128-L 128,0 120,0 12,5 -
RS 125 133-L 133,0 125,0 12,5 -
RS 125 135-L 135,0 125,0 11,0 -
RS 125 145-11 145,0 125,0 16,0 ISO 5597
RS 128 136-L 136,0 128,0 12,5 -
RS 130 138-L 138,0 130,0 12,5 -
RS 132 142-L1 142,0 132,0 9,5 -
RS 135 143-L 143,0 135,0 12,5 -
RS 140 148-L 148,0 140,0 12,5 -
RS 143 151-L1 151,0 143,0 12,5 -
RS 145 153-L 153,0 145,0 12,5 -
RS 145 155-L 155,0 145,0 13,0 -
RS 150 170-L 170,0 150,0 16,0 -
RS 152 160-L 160,0 152,0 12,5 -
RS 155 163-L 163,0 155,0 12,5 -
RS 160 168-L 168,0 160,0 12,5 -
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RS L
Tesnilo batnice, RS-L HANSAVFLEX

Artikel
Opis D d L Utori skladno z
(mm) (mm) (mm)

RS 160 170-L 170,0 160,0 12,5 -
RS 170 178-L 178,0 170,0 12,5 -
RS 170 180-L 180,0 170,0 13,0 -
RS 180 188-L 188,0 180,0 14,5 -
RS 180 190-L 190,0 180,0 11,0 -
RS 180 195-L 195,0 180,0 13,5 -
RS 185 193-L 193,0 185,0 12,5 -
RS 202 212-L 212,0 202,0 14,5 -
RS 212 220-L 212,0 212,0 14,5 -
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