SWP
Strgalo, SWP HANSAVFLEX

Lastnosti g g
Nacin izdelave  Strgalo D (B I | ag ) |
. "l i AT
Drsna hitrost max. 0,5 m/s @— HJIO'\."'; . f;"‘|, !
Temperatura min.  -30 °C . 11 | T
Temperatura max. 80 °C =1 | -
Sredstva Mineralna olja Toleranz / Tolerance 4 l' ' ?T J_
MontaZa vtisne se v odprt utor d D L = L | A Ny !
* L4325

Izvedba metriéni hi1 | H8 3,20 A \h‘__",l@

- . |
Material: (1) Pusa: jeklo =

(2) Strgalo: PUR AL

Uporaba Hidravlika
Opis

potrebuje malo prostora
visoka obrabna odpornost
za gradbene stroje in tezke delovne pogoje

Artikel
Opis d D L
(mm) (mm) (mm)
SWP 25 38 25,0 38,0 7,5
SWP 30 40 30,0 40,0 4,0
SWP 30 43 30,0 43,0 7,5
SWP 35 45 35,0 45,0 4,0
SWP 35 50 35,0 50,0 7.5
SWP 36 48 36,0 48,0 6,0
SWP 38 50 38,0 50,0 7,5
SWP 40 50 40,0 50,0 4,0
SWP 40 52 40,0 52,0 6,0
SWP 45 55 45,0 55,0 4,0
SWP 45 60 45,0 60,0 7,5
SWP 50 60 50,0 60,0 4,0
SWP 50 65 50,0 65,0 7.5
SWP 55 65 55,0 65,0 3,2
SWP 55 68 55,0 68,0 4,0
SWP 55 70 55,0 70,0 7,5
SWP 56 70 56,0 70,0 7,5
SWP 60 70 60,0 70,0 7,0
SWP 60 75-1 60,0 75,0 4,0
SWP 60 75 60,0 75,0 7.5
SWP 63 78 63,0 78,0 7,5
SWP 65 80-1 65,0 80,0 5,0
SWP 65 80 65,0 80,0 7,5
SWP 70 80 70,0 80,0 5,0
SWP 70 84 70,0 84,0 7,5
SWP 70 85-1 70,0 85,0 4,0
SWP 70 85 70,0 85,0 7,5
SWP 71 86 71,0 86,0 5,0
SWP 75 90 75,0 90,0 7,5
SWP 75 95 75,0 95,0 10,0
SWP 76 96 76,5 96,5 10,0
SWP 80 94 80,0 94,0 8,0
SWP 80 95-1 80,0 95,0 5,0
SWP 80 95 80,0 95,0 7.5
SWP 80 100 80,0 100,0 10,0
SWP 85 100 85,0 100,0 10,0
SWP 85 105 85,0 105,0 10,0
SWP 90 104 90,0 104,0 8,0
SWP 90 105 90,0 105,0 6,0
SWP 90 110 90,0 110,0 10,0
SWP 95 115 95,0 115,0 10,0
SWP 100 115-2 100,0 115,0 4,0
SWP 100 115-1 100,0 115,0 6,5
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SWP
Strgalo, SWP HANSAVFLEX

Artikel
Opis d D L
(mm) (mm) (mm)
SWP 100 115 100,0 115,0 7.5
SWP 100 120 100,0 120,0 10,0
SWP 105 120 105,0 120,0 7,5
SWP 110 125 110,0 125,0 9,0
SWP 110 130 110,0 130,0 10,0
SWP 115 130 115,0 130,0 7,5
SWP 120 140 120,0 140,0 10,0
SWP 130 145 130,0 145,0 7.5
SWP 160 175 160,0 175,0 10,0
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