TS
Tesnilo batnice, TS HANSAVFLEX

Nagin izdelave

= 2 d -
Utorni obro¢ batnice I
Obratovalni tlak  do 400 bar SpaltmaR / Clearance Druck - Preasure S]]
Drsna hitrost max. 0,5 m/s Druck 'rs-Ts.flfmrms.. =Al-TS...-LA ' l [ |_
Temperatura min.  -30 °C ban 5 d=Btmm | d<60mm | d=60mm { ]r i
S 50 |<0,40| <0,50] <0,60 | <0,80 :
Temperatura max. 80 °C 100 |<0,30| <0,40] =0,60 | <0,80 B A
Sredstva Mineralna olja 200 [<0,20| <0,30| <0.40| <0,80 —
— 300 |=0,15| <0,20| <0,30| =0,40 5 C |
Montaza v odprtih utorih B ) ) ) 400 [<0,10| <0,15] <0,20] <0,30 .
v zaprtih utorih v odprtih vgradnih prostorih 500 <0,10 | <0,15 lT‘:'c'lera““;O[E'la“‘: |
Material: PUR iﬁsﬁ} 10,04/ 07+0.40
Uporaba Hidravlika
Opis

visoka obrabna odpornost
zelo dobro tesnenje pri nizkem tlaku.
Hitre spremembe obremenitve.

Navodila za naro¢anje
Tesnila s premerom od 20 do 510 mm lahko izdelamo hitro.

Artikel
Opis d D L
(mm) (mm) (mm)
TS 12 18 12 18,0 5,0
TS 16 22 16 22,0 4,5
TS 16 24-1 16 24,0 7,0
TS 18 25 18 25,0 57
TS 20 25 20 25,0 3,5
TS 20 25-1 20 25,0 4,5
TS 20 26 20 26,0 6,0
TS 20 27 20 27,0 6,5
TS 20 30 20 30,0 8,0
TS 20 30-1 20 30,0 9,0
TS 20 30-2 20 30,0 11,0
TS 21 27 24 27,0 5,0
TS 22 28 22 28,0 5,0
TS 22 30 22 30,0 8,0
TS 22 32-1 22 32,0 9,0
TS 24 30 24 30,0 5,0
TS 25 32 25 32,0 5,0
TS 25 35 25 35,0 6,0
TS 25 35-2 25 35,0 10,0
TS 25 35-5 25 35,0 11,0
TS 25 36 25 36,0 6,0
TS 30 38 30 38,0 9,0
TS 30 40-1 30 40,0 8,0
TS 32 40 32 40,0 9,0
TS 32 42-1 32 42,0 9,0
TS 32 42-2 32 42,0 11,0
TS 35 43-1 35 43,0 9,0
TS 35 45 35 45,0 8,0
TS 36 44 36 44,0 9,0
TS 38 45 38 45,0 7,0
TS 40 50 40 50,0 7,0
TS 42 53 42 53,0 10,0
TS 45 53-1 45 53,0 7,0
TS 45 53 45 53,0 9,0
TS 46 54 46 54,0 9,0
TS 50 62 50 62,0 11,0
TS 56 66-1 56 66,0 7,5
TS 56 66 56 66,0 11,0
—

Kljub skrbnemu preverjanju napak ne moremo izkljuciti in za informacije, ki so tu navedene, ne prevzemamo nobene odgovornosti.
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TS
Tesnilo batnice, TS HANSAVFLEX

Artikel
Opis d D L
(mm) (mm) (mm)
TS 60 70-3 60 70,0 13,0
TS 61 69 61 69,0 9,0
TS 63 71 63 70,0 9,0
TS 66 80 66 80,0 11,0
TS 68 76 68 76,0 9,0
TS 70 80 70 80,0 8,0
TS 70 80-2 70 80,0 13,0
TS 7278 72 78,0 7,0
TS 76 84 76 84,0 9,0
TS 85 97 85 97,0 9,5
TS 88 96 88 96,0 9,0
TS 90 96 90 96,0 55
TS 90 100 90 100,0 7,5
TS 91 99 9 99,0 9,0
TS 107 115 107 115,0 9,0
TS 126 134 126 134,0 9,0
TS 145 153 145 153,0 9,0
TS 147 155 147 155,0 11,0
TS 175 183 175 183,5 9,0
TS 221 229 221 229,5 13,0
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