
PVC WAS ELAST
Vodna cev iz PVC

Kljub skrbnemu preverjanju napak ne moremo izključiti in za informacije, ki so tu navedene, ne prevzemamo nobene odgovornosti.
12.03.2025 HANSA-FLEX AG www.hansa-flex.com 1

Lastnosti
Območje uporabe poljedelska tehnika
Posebne značilnosti vzdržljivo

odporno na tlake in obrabo+
upogljivo
obstojno na zunanje vplive

Standard ISO 1307
Notranja plast stabilen, visoko fleksibilen, gladek, plastificiran

PVC
Vloga ojačitvena spirala iz PVC; odporna na udarce in

pritisk
Zunanja plast rahlo narebrena zunanja površina
Temperatura min. -20 °C
Temperatura max. 50 °C
Sredstva voda

Artikel
Opis Palec Notranji Ø BD* pri 20°C Rapočni tlak vakuum Polmer upogiba min. Dolžina valjev 
 (mm) (bar) (bar) (bar) (mm) (m)
PVC WAS 25 ELAST
PVC WAS 32 ELAST
PVC WAS 38 ELAST
PVC WAS 51 ELAST
PVC WAS 63 ELAST
PVC WAS 76 ELAST
PVC WAS 90 ELAST
PVC WAS 102 ELAST
PVC WAS 110 ELAST
PVC WAS 127 ELAST
PVC WAS 152 ELAST
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17
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10
10
10
9
9

0,9
0,9
0,9
0,9
0,9
0,9
0,9
0,9
0,9
0,9
0,9
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BD = obratovalni tlak


