PRT S HR

Perrot-spojka moski del zunaniji navoj

HANSAVFLEX

Lastnosti

Prikljudek 1 moski del spojke

Prikljugek 2 zunaniji navoj cilindriéni BSP
Material: jeklo

Zascita povrine v ognju pocinkano

Artikel
Opis Obratovalni tlak Mera spojke G1

(bar) (mm)
PRT S 50 HR 1.1/2 25,0 50,0 G1,1/2" -11
PRT S50 HR 2 25,0 50,0 G2"-11
PRT S 70 HR 2 25,0 70,0 G2"-11
PRT S 70 HR 2.1/2 25,0 70,0 G 2,1/2" -11
PRTS70HR 3 25,0 70,0 G3"-11
PRT S 89 HR 2.1/2 25,0 89,0 G 2,1/2" -11
PRTS89HR3 25,0 89,0 G3"-11
PRT S 108 HR 2.1/2 25,0 108,0 G 2,1/2" -11
PRT S 108 HR 3 25,0 108,0 G3"-11
PRT S 108 HR 4 25,0 108,0 G4"-11
PRT S 133 HR 2.1/2 25,0 133,0 G 2,1/2" -11
PRT S 133 HR 4 25,0 133,0 G4"-11
PRT S 133 HR 5 25,0 133,0 G5"-11
PRT S 159 HR 2.1/2 25,0 159,0 G 2,1/2" -11
PRT S 159 HR 4 25,0 159,0 G4"-11
PRT S 159 HR 6 25,0 159,0 G6"-11

Kljub skrbnemu preverjanju napak ne moremo izkljuciti in za informacije, ki so tu navedene, ne prevzemamo nobene odgovornosti.
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