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Lastnosti
tip 52
popravek prikaza Trimming pointer
Obratovalni tlak Max. 25 bar (on thermowell)
prosimo izberite Thermowell (removable) with locking screw
potopna ročica Ø 8 mm, CrNi steel
ohišje, obroč CrNi steel
kontrolno okence Flat instrument glass

Navodilo
Drugi podatki na zahtevo.

Opis
Applications: Extremely versatile design for use in machine, vessel, pipeline and plant construction as well as for heating systems.

Artikel
Opis območja prikaza Ø dolžina potopne ročice Priključek
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0 °C to +200 °C
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thermowell L1 = 63mm, L2 = 43mm
thermowell L1 = 63mm, L2 = 43mm
thermowell L1 = 63mm, L2 = 43mm
thermowell L1 = 63mm, L2 = 43mm
thermowell L1 = 63mm, L2 = 43mm
thermowell L1 = 100mm, L2 = 80mm
thermowell L1 = 100mm, L2 = 80mm
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thermowell L1 = 63mm, L2 = 43mm
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thermowell L1 = 160mm, L2 = 140mm
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thermowell L1 = 160mm, L2 = 140mm
thermowell L1 = 160mm, L2 = 140mm

Flush, with collar for thermowell, Ø 18 mm
Flush, with collar for thermowell, Ø 18 mm
Flush, with collar for thermowell, Ø 18 mm
Flush, with collar for thermowell, Ø 18 mm
Flush, with collar for thermowell, Ø 18 mm
Flush, with collar for thermowell, Ø 18 mm
Flush, with collar for thermowell, Ø 18 mm
Flush, with collar for thermowell, Ø 18 mm
Flush, with collar for thermowell, Ø 18 mm
Flush, with collar for thermowell, Ø 18 mm
Flush, with collar for thermowell, Ø 18 mm
Flush, with collar for thermowell, Ø 18 mm
Flush, with collar for thermowell, Ø 18 mm
Flush, with collar for thermowell, Ø 18 mm
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Flush, with collar for thermowell, Ø 18 mm
Flush, with collar for thermowell, Ø 18 mm
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Flush, with collar for thermowell, Ø 18 mm
Flush, with collar for thermowell, Ø 18 mm

Pribor
K-SCHUTZROHRE EINSCHRAUB Screw-in thermowells
K-SCHUTZROHRE EINSCHWEISS Weld-in thermowells


