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Lastnosti
Obratovalni tlak maks. 10 bar
temperatura medija -10 °C to +80 °C
vrtljivi ročaj Plastic
ohišje in krogla Nickel-plated brass
tesnilo krogle PTFE
tesnilo vretena NBR

Navodilo
Drugi podatki na zahtevo.

Artikel
Opis DN Navoj H L L1 SW 
 (mm) (mm) (mm) (mm)
K- 07 30 20 48
K- 07 30 20 49
K- 07 30 29 76
K- 07 30 29 77
K- 07 30 20 30
K- 07 30 20 31
K- 07 30 20 32
K- 07 30 20 33
K- 07 30 29 78
K- 07 30 29 79
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Rp 1/8 female
Rp 1/4 female
Rp 3/8 female
Rp 1/2 female
R/Rp 1/8 male / 1/8 female
R/Rp 1/4 male / 1/8 female
R/Rp 1/4 male / 1/4 female
R/Rp 3/8 male / 1/4 female
R/Rp 3/8 male / 3/8 female
R/Rp 1/2 male / 1/2 female

21,5
21,5
22,5
32,0
21,5
21,5
21,5
21,5
22,5
32,5

36,5
43,0
48,0
59,0
35,5
38,0
40,5
41,5
44,5
55,5

19,0
19,0
18,0
25,0
19,0
19,0
19,0
19,0
19,5
26,5

14
14
18
22
14
14
14
14
18
22


