K-RD DURCHGANGSFORM
Unidirectional valves HANSA[/FLEX

Lastnosti
Obratovalni tlak Max. 16 bar

temperatura medija max. +180 °C

tlak odprtja min. 0.4 to 0.5 bar (size G 1/4 to 1/2 inch); min. 0.1
bar (for size 3/4 to G 1)

temperatura okolice = Max. +180 °C

tesnilni material FKM
ohiSje Brass
Navodilo

Drugi podatki na zahtevo.

Artikel
Opis Navoj dolzina SW
(mm) (mm)
K- 07 30 24 48 G 1/4 female 53,0 19
K- 07 30 24 49 G 3/8 female 54,0 19
K- 07 30 24 50 G 1/2 female 63,0 24
K- 07 30 24 51 G 3/4 female 58,0 36
K- 07 30 24 52 G 1 female 68,5 46
K- 07 30 24 43 G 1/4 male 53,5 19
K- 07 30 24 44 G 3/8 male 54,0 19
K- 07 30 24 45 G 1/2 male 68,0 24
K- 07 30 24 46 G 3/4 male 77,0 36
K- 07 30 24 47 G 1 male 82,0 46

Kljub skrbnemu preverjanju napak ne moremo izkljuciti in za informacije, ki so tu navedene, ne prevzemamo nobene odgovornosti.
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