K-W90 STUECK IG AG RP-GEW
90° elbows, female-male, female thread: Rp thread acc. to ISO 7-1,

male thread: R thread acc. to ISO 7-1 HANSA[/FLEX

Lastnosti L2
Obratovalni tlak  maks. 20 bar |
delovna temperatura  Max. 175 °C /_
notranji navoj Rp-thread acc. ISO 7-1 N
1
Material: Stainless steel 1.4401 / 1.4408
zunanji navoj R-thread acc. 1ISO 7-1 L1
1
Navodilo
Drugi podatki na zahtevo.
Artikel
Opis Navoj L1 L2
(mm) (mm)
K- 07 40 10 33 Rp 1/8 female, R 1/8 male 24,0 17,0
K- 07 40 10 34 Rp 1/4 female, R 1/4 male 28,0 20,0
K- 07 40 10 35 Rp 3/8 female, R 3/8 male 32,0 22,0
K- 07 40 10 36 Rp 1/2 female, R 1/2 male 38,0 27,0
K- 07 40 10 37 Rp 3/4 female, R 3/4 male 45,0 32,0
K- 07 40 10 38 Rp 1 female, R 1 male 52,0 37,0

Kljub skrbnemu preverjanju napak ne moremo izkljuciti in za informacije, ki so tu navedene, ne prevzemamo nobene odgovornosti.
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