K-WV 3/2 §/2 5/3 HAND
3/2, 5/2 and 5/3-way pilot valves HANSA[/FLEX

Lastnosti

Obratovalni tlak 2.5- 10 bar (monostable)\n1.0 - 10 bar (bistable)\
nMax. vacuum 10 bar

obmogje temperatur:  -10 °C to +60 °C
pretok 6 bar in 10 bar 550 NI/min (G 1/8), 1100 NI/min (G 1/4), 2150 NI/
min (G 3/8), 4600 NI/min (G 1/2)

pretok 6 bar in 5 bar 400 NI/min (G 1/8), 750 Ni/min (G 1/4), 1560 NI/
min (G 3/8), 3200 NI/min (G 1/2)

ohi$je ventila aluminij

vzmet Special steel

bat Nickel-plated aluminium
tesnilni material NBR

Navodilo

Drugi podatki na zahtevo.

Artikel
Prikljuc¢ek funkcija Stevilka vezalne sheme Krmiljenje

K- 07 1500 70 G1/8 3/2-way 10

K- 07 15 00 71 G1/8 3/2-way 11

K- 07 15 00 72 G1/4 3/2-way 10

K-07 150073 G1/4 3/2-way 11

K- 07 1500 74 G1/2" 3/2-way 10

K-07 1500 75 G 1/2" 3/2-way 11

K- 07 15 02 29 G1/8 5/2-way 12

K- 07 15 02 30 G1/8 5/2-way 13

K- 07 15 02 31 G 1/4 5/2-way 12

K- 07 15 02 32 G1/4 5/2-way 13

K- 07 15 02 33 G1/2" 5/2-way 12

K- 07 15 02 34 G1/2" 5/2-way 13

K- 07 15 03 57 G1/8 5/3-way 14

K- 07 15 03 58 G1/8 5/3-way 15

K- 07 15 03 59 G1/8 5/3-way 16

K- 07 15 03 60 G1/8 5/3-way 17 -
K- 07 15 03 61 G1/8 5/3-way 18 -
K- 07 15 03 62 G1/8 5/3-way 19 -
K- 07 15 03 63 G 1/4 5/3-way 14

K- 07 15 03 64 G1/4 5/3-way 15

K- 07 15 03 65 G1/4 5/3-way 16

K- 07 15 03 66 G 1/4 5/3-way 17 -
K- 07 15 03 67 G 1/4 5/3-way 18 -
K- 07 15 03 68 G 1/4 5/3-way 19 -
K- 07 15 03 69 G1/2" 5/3-way 14

K- 07 1503 70 G1/2" 5/3-way 15

K- 07 1503 71 G1/2" 5/3-way 16

K- 07 1503 72 G 1/2" 5/3-way 17 -
K-07 1503 73 G 1/2" 5/3-way 18 -
K- 07 1503 74 G1/2" 5/3-way 19 -

Kljub skrbnemu preverjanju napak ne moremo izkljuciti in za informacije, ki so tu navedene, ne prevzemamo nobene odgovornosti.
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