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Butterfly valves
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Lastnosti
Obratovalni tlak Max. 16 bar
delovna temperatura -15 °C to +120 °C
Sredstva Water / steam, salt water, salt water, ester,

ketone, alkali, caustic soda, sodium hydroxide.
Not recommended for hydrocarbons

območje temperatur: -20 °C to +120 °C
ohišje Grey cast iron GG25 epoxy resin coated, RAL

5015
tesnilo EPDM
gred SS416
gredni tesnilni obroč EPDM
ročica GG25 epoxy resin coated

Navodilo
Drugi podatki na zahtevo.

Artikel
Opis ploščica DN B H1 H2 H3 L 
 (mm) (mm) (mm) (mm) (mm)
K- 07 30 03 45
K- 07 30 03 46
K- 07 30 03 47
K- 07 30 03 48
K- 07 30 03 49
K- 07 30 03 50
K- 07 30 03 51

Stainless Steel CF8M/1.4404
Stainless Steel CF8M/1.4404
Stainless Steel CF8M/1.4404
Stainless Steel CF8M/1.4404
Stainless Steel CF8M/1.4404
Stainless Steel CF8M/1.4404
Stainless Steel CF8M/1.4404
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78,0
89,0
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94,0
143,0
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178,0
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205,0

198,0
236,0
255,0
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94,0
100,0
115,0
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216,0


