WAH
strgalo, WAH HANSAVFLEX

Lastnosti
Nagin izdelave Strgalo - GO
Drsna hitrost max. 4,0 m/s ‘ , ﬁrilﬁ - ‘
Temperatura min.  -40 °C = " . } |
Temperatura max. 110 °C ! N ] [ '!‘ ] [ ! g pu Za, |
Sredstva mineralno olje ! l ! | = w2
Montaza strgalo ukrivite v obliki ledvice in ga vtisnite v utor ; J £
e @O
Uporaba For the usage at higher pollution, for e.g.: "
Mining
foundries

Material: PU 93° Shore A
Artikel
Opis ] D d E H L

(mm) (mm) (mm) (mm) (mm) (mm)
WAH-35 42,0 45,0 35 1,5 10,0 6,3
WAH-36 41,5 44,0 36 1,5 8,0 5,0
WAH-40 45,5 48,0 40 1,5 8,0 5,0
WAH-45 50,5 53,0 45 1,5 8,0 5,0
WAH-50 55,5 58,0 50 1,5 8,0 5,0
WAH-56 63,0 66,0 56 1,5 10,0 6,3
WAH-60 67,0 70,0 60 1,5 10,0 6,3
WAH-63 70,0 73,0 63 1,5 10,0 6,3
WAH-70 78,4 82,6 70 2,0 12,0 8,0
WAH-80 87,0 90,0 80 1,5 10,0 6,3
WAH-90 96,0 102,2 90 2,8 12,4 7.1

Kljub skrbnemu preverjanju napak ne moremo izkljuciti in za informacije, ki so tu navedene, ne prevzemamo nobene odgovornosti.
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