
K-DIGIT PRAEZ DRUCKSCHA ISE
Digital pressure switch ISE
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Lastnosti
Način izdelave Precision Digital Pressure Switch for excess

pressure
Izvedba with switching function display unit
maks. izstopni tlak 1,05 MPa
min. izstopni tlak -105,00 kPa
maks. nazivni tlak 1,0 MPa
min. nazivni tlak -100,0 kPa
odzivni čas max. 2,5 ms
nazivna napetost 12 to 24 VDC
Testni tlak 1,50 MPa
razred zaščite IP 65
potrebni tok 80 mA
Dovoljenje CE, UL/CSA, RoHS
temperatura medija -5 °C to +50 °C
temperatura okolice -5 °C bis +50 °C
Sredstva Compressed air, non-corrosive gases, non-

flammable gases
serija ISE40A
drugi podatki Compact, design

user-friendly operation
Copy function to copy settings on up to 10 sub-
sensors
Energy saving function automatically switches off
the display after 30 seconds
Anti-chattering function, selectable units,
Adjustable hysteresis
Extended connection cable to 3.00 m
Pre-wired M12 connector with 4 pins (Lead wire
length 100 mm)

Opis
Digital precision pressure switch for overpressure, series ISE40A, 3 1/2-digit, 7-segment display, 2-colour (red/green), compact design, user-friendly
operation, copy function, settings can be copied to up to 10 subordinate sensors, energy saving function, <br>the display switches off automatically
after 30 seconds, anti-chattering function, free choice of units, adjustable hysteresis, 2 m connection cable with plug included

Artikel
Opis ponovljivost priključek za pnevmatski manometer električni izhod
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