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Lastnosti
vrsta vodila slide
maks. delovni tlak 1 MPa
min. delovni tlak 0.12 MPa
Dušenje elastic bumpers on both sides
funkcija double working
poizvedba za položaj prepared for sensors (with magnet)
Testni tlak 1,50 MPa
temperatura medija -10 °C to +60 °C
temperatura okolice -10 °C to +60 °C
hitrost bata 50 to 500 mm/s
Sredstva stisnjen zrak
tesnilo NBR
serija MGP
drugi podatki Weight reduced by up to 17% by a shorter shaft

and thinner end plate
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 (mm) (mm) (kg)
K- 07 55 00 23
K- 07 55 00 27
K- 07 55 00 28
K- 07 55 00 29
K- 07 55 00 30
K- 07 55 00 31
K- 07 55 00 22
K- 07 55 00 24
K- 07 55 00 25
K- 07 55 00 26
 
K- 07 55 00 33
K- 07 55 00 36
K- 07 55 00 39
K- 07 55 00 41
K- 07 55 00 42
K- 07 55 00 43
K- 07 55 00 44
K- 07 55 00 45
K- 07 55 00 46
K- 07 55 00 32
K- 07 55 00 34
K- 07 55 00 35
K- 07 55 00 37
K- 07 55 00 38
K- 07 55 00 40
 
K- 07 55 00 52
K- 07 55 00 54
K- 07 55 00 55
K- 07 55 00 57
K- 07 55 00 58
K- 07 55 00 59
K- 07 55 00 47
K- 07 55 00 48
K- 07 55 00 49
K- 07 55 00 50
K- 07 55 00 51
K- 07 55 00 53
K- 07 55 00 56
 
K- 07 55 00 61

12
12
12
12
12
12
12
12
12
12
 
16
16
16
16
16
16
16
16
16
16
16
16
16
16
16
 
20
20
20
20
20
20
20
20
20
20
20
20
20
 
25

10
20
30
40
50
75
100
125
150
200
 
10
15
20
25
30
40
50
75
80
100
125
150
175
200
250
 
20
25
30
40
50
75
100
125
150
175
200
250
400
 
10

M 5 x 0.8
M 5 x 0.8
M 5 x 0.8
M 5 x 0.8
M 5 x 0.8
M 5 x 0.8
M 5 x 0.8
M 5 x 0.8
M 5 x 0.8
M 5 x 0.8
 
M 5 x 0.8
M 5 x 0.8
M 5 x 0.8
M 5 x 0.8
M 5 x 0.8
M 5 x 0.8
M 5 x 0.8
M 5 x 0.8
M 5 x 0.8
M 5 x 0.8
M 5 x 0.8
M 5 x 0.8
M 5 x 0.8
M 5 x 0.8
M 5 x 0.8
 
G 1/8
G 1/8
G 1/8
G 1/8
G 1/8
G 1/8
G 1/8
G 1/8
G 1/8
G 1/8
G 1/8
G 1/8
G 1/8
 
G 1/8

0,220
0,250
0,290
0,330
0,360
0,460
0,550
0,660
0,750
0,930
 
0,320
0,350
0,370
0,400
0,420
0,460
0,510
0,660
0,690
0,780
0,940
1,060
1,180
1,310
1,550
 
0,590
0,630
0,670
0,740
0,820
1,060
1,240
1,430
1,610
1,800
1,990
2,420
3,530
 
0,740

±0,07°
±0,07°
±0,07°
±0,07°
±0,07°
±0,07°
±0,07°
±0,07°
±0,07°
±0,07°
 
±0,07°
±0,07°
±0,07°
±0,07°
±0,07°
±0,07°
±0,07°
±0,07°
±0,07°
±0,07°
±0,07°
±0,07°
±0,07°
±0,07°
±0,07°
 
±0,06°
±0,06°
±0,06°
±0,06°
±0,06°
±0,06°
±0,06°
±0,06°
±0,06°
±0,06°
±0,06°
±0,06°
±0,06°
 
±0,06°



K-KOMPAKTZYL M FUEHRU MGP
Compact guide cylinder, ball bushing bearing type MGP

Kljub skrbnemu preverjanju napak ne moremo izključiti in za informacije, ki so tu navedene, ne prevzemamo nobene odgovornosti.
03.02.2026 HANSA-FLEX AG www.hansa-flex.com 2

Artikel
Opis Ø bata Hod priključek za pnevmatski manometer Teža na m toleranca zasuka batnice
 (mm) (mm) (kg)
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