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PovrSinska zadtita  galvanska previaka

Napomena
Molimo Vas da napomene za montazu, ugradnju, opterecenje pod pritiskom i dozvoljene radne temperature nadete u tehnickim informacijama o navojnim
spojevima za cevi.

Artikal

Radni pritisak bar
RIL NW 03 06 PN 400 4 G 1/8" -28 G 1/4" -19 14 8 17,0 31,0 19
RIL NW 03 10 PN 400 4 G 1/8" -28 G 3/8"-19 14 8 17,0 32,0 24
RIL NW 06 03 PN 400 5 G 1/4"-19 G 1/8"-28 18 12 12,0 28,0 19
RIL NW 06 06 PN 400 5 G 1/4"-19 G 1/4" -19 18 12 17,0 35,0 19
RIL NW 06 10 PN 400 5 G 1/4"-19 G 3/8"-19 18 12 17,0 36,0 24
RIL NW 06 13 PN 400 5 G 1/4"-19 G 1/2"-14 18 12 20,0 40,0 27
RIL NW 06 20 PN 315 5 G 1/4"-19 G 3/4" -14 18 12 22,0 43,0 36
RIL NW 10 06 PN 400 8 G 3/8"-19 G 1/4" -19 22 12 17,0 36,0 22
RILNW 10 10 PN 400 8 G 3/8"-19 G 3/8"-19 22 12 17,0 35,5 24
RIL NW 10 13 PN 400 8 G 3/8"-19 G1/2"-14 22 12 20,0 41,0 27
RIL NW 10 20 PN 315 8 G 3/8"-19 G 3/4" -14 22 12 22,0 44,0 36
RIL NW 13 10 PN 315 12 G 1/2"-14 G 3/8"-19 26 14 17,0 36,0 27
RIL NW 13 13 PN 315 12 G 1/2"-14 G 1/2"-14 26 14 20,0 42,0 27
RIL NW 13 20 PN 315 12 G 1/2"-14 G 3/4" -14 26 14 22,0 46,0 36
RIL NW 13 25 PN 315 12 G 1/2"-14 G1"-11 26 14 24,5 49,0 41
RIL NW 13 32 PN 160 10 G 1/2"-14 G 1.1/4" -1 26 14 26,5 53,0 55
RIL NW 20 13 PN 315 16 G 3/4" -14 G 1/2"-14 32 16 20,0 41,0 32
RIL NW 20 20 PN 315 16 G 3/4"-14 G 3/4" -14 32 16 22,0 46,0 36
RIL NW 20 25 PN 315 16 G 3/4" -14 G1"-11 32 16 24,5 51,0 41
RIL NW 20 32 PN 160 16 G 3/4" -14 G 1.1/4" -11 32 16 26,5 55,0 55
RIL NW 20 40 PN 160 16 G 3/4" -14 G1.1/2"-11 32 16 28,5 57,0 60
RIL NW 25 20 PN 315 20 G1"-11 G 3/4" -14 39 18 22,0 47,0 41
RIL NW 25 32 PN 160 20 G1"-11 G 1.1/4" -11 39 18 26,5 57,0 55
RIL NW 25 40 PN 160 20 G1"-11 G1.1/2"-11 39 18 28,5 59,0 60
RIL NW 32 25 PN 160 25 G 1.1/4" -1 G1"-11 49 20 24,5 52,0 50
RIL NW 32 40 PN 160 25 G 1.1/4" -1 G1.1/2"-11 49 20 28,5 60,0 60
RIL NW 40 32 PN 160 32 G1.1/2" -1 G 1.1/4" -11 55 22 26,5 58,0 55
RIL NW 50 40 PN 160 40 G2"-11 G1.1/2"-11 68 24 28,5 62,0 70
PN = nominalni pritisak PB = maks. radni pritisak
Varijante proizvoda
RIL MG Promenljivi reducir, dug, Mesing
RIL VA Promenljivi reducir, dug, plemeniti celik

Uprkos paZljivom proveravanju, ne mozemo iskljuciti greske i ne preuzimamo nikakvu garanciju za navedene podatke.
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