W90 AN

HN

Uvrtni nastavak, ugao 90°

HANSAVFLEX

Osobine

Prikljudak 1 NPT navoj navrtke (NPSM)
Oblik zaptivke 1~ 60° spoljasnji konus
Prikljucak 2 NPT spoljni navoj

Oblik zaptivke 2  zaptivanje preko navoja
Konstrukcija Uvrtni navojni nastavak
Konstrukcija ugao 90°

Materijal Celik

Povrsinska zastita

galvanska prevlaka

Artikal
Naziv G1 G2 SW S1
(mm)

W90 AN 02 HN 1/8" -27 NPT 1/8" -27 NPT 11 14
W90 AN 04 HN 02 1/4" -18 NPT 1/8" -27 NPT 14 18
W90 AN 04 HN 1/4" -18 NPT 1/4" -18 NPT 14 18
W90 AN 04 HN 06 1/4" -18 NPT 3/8"-18 NPT 19 18
W90 AN 04 HN 08 1/4" -18 NPT 1/2" -14 NPT 19 18
W90 AN 06 HN 04 3/8" -18 NPT 1/4" -18 NPT 19 22
W90 AN 06 HN 3/8"-18 NPT 3/8" -18 NPT 19 22
W90 AN 06 HN 08 3/8"-18 NPT 1/2" -14 NPT 22 22
W90 AN 06 HN 12 3/8" -18 NPT 3/4" -14 NPT 25 22
W90 AN 08 HN 06 1/2" -14 NPT 3/8" -18 NPT 22 25
W30 AN 08 HN 1/2" -14 NPT 1/2" -14 NPT 22 25
W90 AN 08 HN 12 1/2" -14 NPT 3/4" -14 NPT 27 25
W90 AN 12 HN 08 3/4" -14 NPT 1/2" -14 NPT 27 32
W90 AN 12 HN 3/4" -14 NPT 3/4" -14 NPT 27 32
W90 AN 12 HN 16 3/4" -14 NPT 1"-11,5 NPT 33 32
W90 AN 16 HN 12 1"-11,5 NPT 3/4" -14 NPT 33 38
W90 AN 16 HN 1"-11,5 NPT 1"-11,5 NPT 33 38
W90 AN 20 HN 1.1/4" -11,5 NPT 1.1/4" -11,5 NPT 41 48
W90 AN 20 HN 24 1.1/4" -11,5 NPT 1.1/2" -11,5 NPT 48 48
W90 AN 24 HN 1.1/2" -11,5 NPT 1.1/2" -11,5 NPT 48 54
W90 AN 32 HN 2"-11,5 NPT 2"-11,5 NPT 64 67

SW, 81, S2 = veli¢ina kljuca

Uprkos paZljivom proveravanju, ne mozemo iskljuciti greske i ne preuzimamo nikakvu garanciju za navedene podatke.
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