
SDOR
Zglobni navojni spoj, bez prigušivanja, W90°

Uprkos pažljivom proveravanju, ne možemo isključiti greške i ne preuzimamo nikakvu garanciju za navedene podatke.
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Osobine
Priključak 1 BSP spoljni cilindrični navoj
Oblik zaptivke 1 oblik F
Priključak 2 metrički spoljni cilindrični navoj
Oblik zaptivke 2 24° unutrašnji konus
Konstrukcija Zglobni navojni spoj, bez prigušivanja
Konstrukcija ugao 90°
Norma DIN 2353

ISO 8434-1
Obim isporuke Nastavak sa preklopnom navrtkom i reznim

prstenom
Materijal čelik
Površinska zaštita galvanska prevlaka

Napomena
Molimo Vas da napomene za montažu, ugradnju, opterećenje pod pritiskom i dozvoljene radne temperature nađete u tehničkim informacijama o navojnim
spojevima za cevi.

Artikal
Naziv Serija Radni pritisak
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Cev spolja
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7,65 x 1,78
11,10 x 1,78
11,10 x 1,78
14,00 x 1,78
18,77 x 1,78
18,77 x 1,78
23,81 x 2,62
29,82 x 2,62
37,77 x 2,62
41,28 x 3,53
 
11,10 x 1,78
11,10 x 1,78
14,00 x 1,78
14,00 x 1,78
18,77 x 1,78
18,77 x 1,78
23,81 x 2,62
29,82 x 2,62
37,77 x 2,62
41,28 x 3,53

PN = nominalni pritisak   PB = maks. radni pritisak  –  Serija: LL = veoma lako    L = lako    S = teško  –  Ø d2 = spoljni prečnik cevi

Varijante proizvoda
SDOR VA Zglobni navojni spoj, bez prigušivanja, W90°, plemeniti čelik
XSDOR Zglobni navojni spoj, bez prigušivanja, W90°, čelik


