ND AJ
Uti¢na spojnica, DKJ HANSA[/FLEX

Osobine .{5_1
Prikljuéak 1 UN/UNF navoj navrtke
Oblik zaptivke 1 74° unutrasnji konus i ﬂ—l’l_d—r
Skraéenica DKJ __ PN | | G1
Norma ISO 8434-2 : ! % ]
Materijal Celik —
Povrsinska zastita  galvanska prevlaka L1
o L
Napomena
Neosteéene mazalice se mogu ponovo koristiti.
Artikal
NEYA\Y DN Veli¢ina col G1 L1 S1
(mm)
ND 06 AJ 6 4 1/4" 7/16" -20 UNF 40,0 14
ND 06 AJ 08 6 4 1/4" 1/2" -20 UNF 40,0 17
ND 10 AJ 10 6 3/8" 9/16" -18 UNF 45,0 19
ND 13 AJ 12 8 1/2" 3/4" -16 UNF 51,0 22
ND 13 AJ 16 12 8 1/2" 7/8" -14 UNF 65,0 27
ND 16 AJ 16 10 5/8" 7/8" -14 UNF 65,0 27
ND 20 AJ 19 12 3/4" 1.1/16" -12 UN 67,0 32
ND 25 AJ 25 16 1" 1.5/16" -12 UN 70,0 41
Pribor

ND ASR GE, RO, BL  Granicni prsten za uti¢nu spojnicu

Uprkos paZljivom proveravanju, ne mozemo iskljuciti greske i ne preuzimamo nikakvu garanciju za navedene podatke.
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