PN FS 45
Pritisna nazuvica, BES W45° HANSA[/FLEX

Osobine - L1 _
Oblast primene _IP_IrEitisna nazuvica za creva HD 100 do HD 400, KP, i

Prikljugak 1 Cevni nastavak DN-,— L I
Oblik zaptivke 1 Prikljuak za rezni prsten S
Skraéenica BES v
Norma ISO 8434-1 -
Serija tezak

Materijal Celik

Povrdinska zastita  galvanska prevlaka

Napomena

Zavr$na montaza reznim prstenom mora se obaviti u kalienom nastavku za predmontazu (VOM...).
Odgovarajudi priklju€ak molimo da odaberete prema tipu creva.

Ne koristiti kod novih konstrukcija; preporu¢ujemo: PN...AOS...45.

Artikal
Veli¢ina Radni pritisak
(bar)

PN 04 FS 45 5 3 3/16" 630,0 8,0 59,0 20,0
PN 06 FS 45 6 4 1/4" 630,0 10,0 80,0 23,5
PN 06 FS 08 45 6 4 1/4" 630,0 12,0 82,5 22,0
PN 08 FS 45 8 5 5/16" 630,0 12,0 90,0 25,0
PN 10 FS 45 10 6 3/8" 630,0 14,0 82,5 27,0
PN 13 FS 10 45 12 8 1/2" 400,0 14,0 82,5 27,0
PN 13 FS 45 12 8 1/2" 400,0 16,0 97,0 30,0
PN 16 FS 13 45 16 10 5/8" 400,0 16,0 101,5 30,0
PN 16 FS 45 16 10 5/8" 400,0 20,0 106,0 34,0
PN 20 FS 16 45 19 12 3/4" 400,0 20,0 113,0 34,0
PN 20 FS 45 19 12 3/4" 400,0 25,0 126,0 39,0
PN 25 FS 20 45 25 16 3/4" 250,0 25,0 135,0 39,0
PN 25 FS 45 25 16 1" 250,0 30,0 146,0 44,0
PN 32 FS 25 45 31 20 1.1/4" 250,0 30,0 153,5 44,0
PN 32 FS 45 31 20 1.1/4" 250,0 38,0 172,5 51,0
PN 40 FS 32 45 38 24 1.1/2" 250,0 38,0 176,5 51,0

Varijante proizvoda
PN FS 45 VA  Pritisna nazuvica, BES W45°, plemeniti ¢elik

Uprkos paZljivom proveravanju, ne mozemo iskljuciti greske i ne preuzimamo nikakvu garanciju za navedene podatke.
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