UPG G
Crevo za rashladna sredstva HANSA[/FLEX

Osobine
Primena Rashladni vodovi i vodovi za podmazivanje kod obrade
metala sa skidanjem strugotine.
Verzija Celi¢na noseca spirala sa unutrasnjim crevom od PVC-a
sa navojnim rukavcem na obe strane od celika
Niklovana povrsina .
Osobine Potpuno zaptivanje P B AR LA TV
mogucnost ruénog savijanja u skoro svakom polozaju "
stabilno B L .

postojano na ulja, masti itd.

Napomene u vezi porudZbine
Ostale dimenzije na zahtev

Artikal
NEYA\Y G1 G2 ID S1 Nominalna duzina (+/-5 mm)
(mm) (mm)

UPG G1/8-250 R 1/8" R 1/8" 8,0 15,0 250
UPG G1/8-320 R 1/8" R 1/8" 8,0 15,0 320
UPG G1/8-400 R 1/8" R 1/8" 8,0 15,0 400
UPG G1/8-500 R 1/8" R 1/8" 8,0 15,0 500
UPG G1/4-200 R 1/4" R 1/4" 10,0 19,0 200
UPG G1/4-250 R 1/4" R 1/4" 10,0 19,0 250
UPG G1/4-320 R 1/4" R 1/4" 10,0 19,0 320
UPG G1/4-400 R 1/4" R 1/4" 10,0 19,0 400
UPG G1/4-500 R 1/4" R 1/4" 10,0 19,0 500
UPG G1/4-630 R 1/4" R 1/4" 10,0 19,0 630
UPG G1/4-800 R 1/4" R 1/4" 10,0 19,0 800
UPG G3/8-200 R 3/8" R 3/8" 10,0 24,0 200
UPG G3/8-320 R 3/8" R 3/8" 10,0 24,0 320
UPG G3/8-400 R 3/8" R 3/8" 10,0 24,0 400
UPG G3/8-500 R 3/8" R 3/8" 10,0 24,0 500
UPG G3/8-630 R 3/8" R 3/8" 10,0 24,0 630
UPG G3/8-800 R 3/8" R 3/8" 10,0 24,0 800
UPG G1/2-500 R1/2" R1/2" 10,0 27,0 500
UPG G1/2-630 R1/2" R1/2" 10,0 27,0 630
UPG G1/2-800 R1/2" R1/2" 10,0 27,0 800

Uprkos paZljivom proveravanju, ne mozemo iskljuciti greske i ne preuzimamo nikakvu garanciju za navedene podatke.
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