TS

Zaptivka Sipke, TS HANSAVFLEX

Osobine
Konstrukcija

Zlebasti prsten Sipke

|/

Radni pritisak

maks. do 400 bara

Spaltmak / Clearance

& (mm)

Brzina max. 05mss Druck| " TS.TS. L [TS..-AI-TS..-LA
Temperatura min.  -30 °C ban 5 d=6tmm | d=60mm | d=E0mm

S 50 |<0,40| <0,50) <0,60 | <0,80
Temperatura max. 80 °C 100 |<0,30 | <0,40] <0.60 | <0,80
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Mediji Mineralna ulja 200 |<0,20 [ <0,30] <0.40| <0,60

_ 300 |<0,15| <0.20] <0,30| <0,40 e
Montaza u otvorenim zlebovima B 400 [<0,10| <0,15] <0,20] <0,30 .

u zatvorenim Zlebovima u otvorenim prostorima 500 <0,10 | <0,15 lTﬁ‘;EFa"N‘;OtErlanc: |

] ugradnje iﬁsﬁ} +0,04]0/+0.,40
Materijal PUR
Primena Hidraulika
Opis

veoma otporno na habanje
Veoma dobro zaptivanje kod niskog pritiska.
Brza promena opterecenja.

Napomene u vezi porudZbine

U mogucnosti smo da kratkoro€no izradimo zaptivke pre€nika 20 do 510 mm.

Artikal
Naziv o] D L
(mm) (mm) (mm)
TS 12 18 12 18,0 5,0
TS 16 22 16 22,0 45
TS 16 24-1 16 24,0 7,0
TS 18 25 18 25,0 57
TS 20 25 20 25,0 3,5
TS 20 25-1 20 25,0 4,5
TS 20 26 20 26,0 6,0
TS 20 27 20 27,0 6,5
TS 20 30 20 30,0 8,0
TS 20 30-1 20 30,0 9,0
TS 20 30-2 20 30,0 11,0
TS 21 27 24 27,0 5,0
TS 22 28 22 28,0 5,0
TS 22 30 22 30,0 8,0
TS 22 32-1 22 32,0 9,0
TS 24 30 24 30,0 5,0
TS 25 32 25 32,0 5,0
TS 25 35 25 35,0 6,0
TS 25 35-2 25 35,0 10,0
TS 25 35-5 25 35,0 11,0
TS 25 36 25 36,0 6,0
TS 30 38 30 38,0 9,0
TS 30 40-1 30 40,0 8,0
TS 32 40 32 40,0 9,0
TS 32 42-1 32 42,0 9,0
TS 32 42-2 32 42,0 11,0
TS 35 43-1 35 43,0 9,0
TS 35 45 35 45,0 8,0
TS 36 44 36 44,0 9,0
TS 38 45 38 45,0 7,0
TS 40 50 40 50,0 7,0
TS 42 53 42 53,0 10,0
TS 45 53-1 45 53,0 7,0
TS 45 53 45 53,0 9,0
TS 46 54 46 54,0 9,0
TS 50 62 50 62,0 11,0
TS 56 66-1 56 66,0 7,5
TS 56 66 56 66,0 11,0
=i

Uprkos paZljivom proveravanju, ne mozemo iskljuciti greske i ne preuzimamo nikakvu garanciju za navedene podatke.
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TS
Zaptivka Sipke, TS HANSAVFLEX

Artikal
Naziv d D L
(mm) (mm) (mm)
TS 60 70-3 60 70,0 13,0
TS 61 69 61 69,0 9,0
TS 63 71 63 70,0 9,0
TS 66 80 66 80,0 11,0
TS 68 76 68 76,0 9,0
TS 70 80 70 80,0 8,0
TS 70 80-2 70 80,0 13,0
TS 7278 72 78,0 7,0
TS 76 84 76 84,0 9,0
TS 85 97 85 97,0 9,5
TS 88 96 88 96,0 9,0
TS 90 96 90 96,0 5,5
TS 90 100 90 100,0 7,5
TS 91 99 9 99,0 9,0
TS 107 115 107 115,0 9,0
TS 126 134 126 134,0 9,0
TS 145 153 145 153,0 9,0
TS 147 155 147 155,0 11,0
TS 175 183 175 183,5 9,0
TS 221 229 221 229,5 13,0

Uprkos paZljivom proveravanju, ne mozemo iskljuciti greske i ne preuzimamo nikakvu garanciju za navedene podatke.
19.01.2026 HANSA-FLEX AG www.hansa-flex.com 2



