UWR-P
Dupli skidag, UWR-P HANSA[/ FLEX

Osobine e o N

Konstrukcija Dupla ivica skidaca . {:}/‘_—_‘\

Brzina max. 0,5 m/s R{ X ]]\}J‘] i +

Temperatura min.  -30 °C ' T T

Temperatura max. 80 °C T é .

Mediji Mineralna ulja Toleranz / Tolerance “:;’”G# rt

MontaZa Skidaé oblikovati u oblik bubrega i pritisnuti u d}l D | L & LAY g i
prihvatni Zleb h1 +0,20 | +0,10 | +0,20 r_

Materijal PUR 0 Dl 0 =1 <

Primena Hidraulika - c -

Opis

jednostavna montaza
skida i ulje iscurelog iz zaptivnog prostora

Artikal
Naziv d D L C
(mm) (mm) (mm) (mm)
UWR-P 12 12 18,6 3,8 15,0
UWR-P 18 18 24,6 3,8 21,0
UWR-P 20 20 28,6 53 23,0
UWR-P 22 22 30,6 53 25,0
UWR-P 24 24 32,6 53 27,0
UWR-P 25-1 25 25,0 4,0 27,5
UWR-P 25 25 33,6 53 28,0
UWR-P 28-1 28 28,0 5,0 31,0
UWR-P 28 28 36,6 53 31,0
UWR-P 30 30 38,6 53 33,0
UWR-P 32 32 40,6 53 35,0
UWR-P 35-1 35 35,0 5,0 38,0
UWR-P 35 35 43,6 53 38,0
UWR-P 36 36 44,6 53 39,0
UWR-P 40 40 48,6 53 43,0
UWR-P 45 45 53,6 53 48,0
UWR-P 50-1 50 50,0 5,0 53,0
UWR-P 50 50 58,6 53 53,0
UWR-P 55 55 63,6 53 58,0
UWR-P 56 56 64,6 53 59,0
UWR-P 60 60 68,6 53 63,0
UWR-P 63 63 71,6 53 66,0
UWR-P 65 65 73,6 53 68,0
UWR-P 70 70 78,6 53 73,0
UWR-P 75 75 83,6 53 78,0
UWR-P 80 80 88,6 53 83,0
UWR-P 85 85 97,2 71 91,0
UWR-P 90-1 90 90,0 6,0 93,0
UWR-P 90 90 102,2 7.1 96,0
UWR-P 100 100 112,2 7.1 106,0
UWR-P 110 110 122,2 7.1 116,6

Uprkos paZljivom proveravanju, ne mozemo iskljuciti greske i ne preuzimamo nikakvu garanciju za navedene podatke.
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