
WTF B
Skidač, WTF-B

Uprkos pažljivom proveravanju, ne možemo isključiti greške i ne preuzimamo nikakvu garanciju za navedene podatke.
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Osobine
Konstrukcija Skidač
Brzina max. 15,0 m/s
Temperatura min. -30 °C
Temperatura max. 110 °C
Mediji Mineralna ulja
Montaža prvo O-prsten a zatim PTFE-prsten oblikovati u

obliku bubrega
i pritisnuti u prihvanti žleb (od 30 mm)

Materijal (1) Dinamička zaptivka: PTBR
(2) Statička zaptivka: NBR

Primena Hidraulika

Opis
mali koeficijent trenja pri klizanju
Bez efekta Stici-Slip.
Mala potreba za prostorom
dug vek trajanja
Extreme temperatures -45°C to 200°C with Viton O-ring.
veoma dobar učinak skidanja sa unutrašnje strane ostatka uljnog filma na površini klipnjače.

Artikal
Naziv d D H C 
 (mm) (mm) (mm) (mm)
WTF 0080 B554470
WTF 0100 B554470
WTF 0120 B554470
WTF 0140 B554470
WTF 0150 B554470
WTF 0160 B554470
WTF 0180 B554470
WTF 0200 B554470
WTF 0220 B554470
WTF 0250 B554470
WTF 0280 B554470
WTF 0300 B554470
WTF 0320 B554470
WTF 0350 B554470
WTF 0400 B554470
WTF 0420 B554470
WTF 0450 B554470
WTF 0500 B554470
WTF 0550 B554470
WTF 0600 B554470
WTF 0650 B554470
WTF 0700 B554470
WTF 0750 B554470
WTF 0800 B554470
WTF 0850 B554470
WTF 0900 B554470
WTF 0950 B554470
WTF 1000 B554470
WTF 1050 B554470
WTF 1100 B554470
WTF 1200 B554470
WTF 1500 B554470
WTF 1530 B554470
WTF 1700 B554470
WTF 1730 B554470
WTF 2100 B554470
WTF 2400 B554470
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