INDU WAS SD
Usisno crevo i crevo za vodu pod pritiskom HANSA[/FLEX

Osobine

Oblast primene  Niski pritisak usisavanja i sistemi pod pritiskom MIARET WOUMAS 5D Wp 1054
Industrija i gradevinarstvo

Norma 1ISO 1307

Pogled iznutra Prirodni i sintetiCki guma

Umetak sinteti¢ki tekstilni umetak, otporan na cepanje, i
spirala od Celi¢ne zice

spoljni izgled sinteticka guma

Boja crna

Temperatura min.  -25 °C

Temperatura max. 70 °C

Mediji voda
Artikal

Unutrasnji-d Spoljni-@ Debljina zida Radni pritisak Razorni Vakuum min. radijus Duzina rolne

pritisak savijanja

(mm) (mm) (mm) (CED) (bar) (CED) (mm) (m)
INDU WAS 25-5 SD 1" 254 35 5,0 10,0 30 0,93 153 40
INDU WAS 32-5 SD 1.1/4" 32,0 42 5,0 10,0 30 0,93 192 40
INDU WAS 38-5 SD 1.1/2" 38,0 48 5,0 10,0 30 0,93 228 40
INDU WAS 45-5 SD 1.3/4" 445 55 5,0 10,0 30 0,93 267 40
INDU WAS 51-5.5SD 2" 51,0 62 55 10,0 30 0,93 306 40
INDU WAS 63-6 SD 212" 63,5 75 6,0 10,0 30 0,93 381 40
INDU WAS 70-8 SD 2.3/4" 70,0 86 8,0 10,0 30 0,93 420 40
INDU WAS 76-6.56 SD 3" 75,0 89 7,0 10,0 30 0,93 458 40
INDU WAS 102-6.5 SD 4" 101,6 115 6,5 10,0 30 0,93 610 40
INDU WAS 127-85SD 5" 127,0 144 8,5 10,0 30 0,93 762 40
INDU WAS 152-85SD 6" 152,4 169 8,5 10,0 30 0,93 915 40
INDU WAS 203-10.5SD 8" 203,2 224 10,5 10,0 30 0,93 1219 40
INDU WAS 254-16 SD 10" 254,0 275 16,0 10,0 30 0,93 1524 40

Uprkos paZljivom proveravanju, ne mozemo iskljuciti greske i ne preuzimamo nikakvu garanciju za navedene podatke.
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