
PVC WAS ELAST
Crevo za vodu od PVC-a

Uprkos pažljivom proveravanju, ne možemo isključiti greške i ne preuzimamo nikakvu garanciju za navedene podatke.
22.10.2025 HANSA-FLEX AG www.hansa-flex.com 1

Osobine
Oblast primene Agrarna tehnika
Posebne karakteristike izdržljiv

čvrsto na pritisak i habanje
savitljivo
otporno na vremenske uticaje

Norma ISO 1307
Pogled iznutra plastificirani PVC, stabilan, veoma fleksibilan,

gladak
Umetak spirala za pojačanje od PVC-a otpornog na

pritisak i udarce
spoljni izgled lako rebrasta spoljna površina
Temperatura min. -20 °C
Temperatura max. 50 °C
Mediji voda

Artikal
Naziv col Unutrašnji-Ø BD* pri 20°C Razorni pritisak Vakuum min. radijus savijanja Dužina rolne 
 (mm) (bar) (bar) (bar) (mm) (m)
PVC WAS 25 ELAST
PVC WAS 32 ELAST
PVC WAS 38 ELAST
PVC WAS 51 ELAST
PVC WAS 63 ELAST
PVC WAS 76 ELAST
PVC WAS 90 ELAST
PVC WAS 102 ELAST
PVC WAS 110 ELAST
PVC WAS 127 ELAST
PVC WAS 152 ELAST

1"
1.1/4"
1.1/2"
2"
2.1/2"
3"
3.1/2"
4"
4.3/8"
5"
6"

25
32
38
51
63
76
90
102
110
127
152

7,0
6,0
6,0
5,0
4,5
4,0
3,5
3,0
3,0
2,5
2,0

20
17
16
15
14
12
10
10
10
9
9

0,9
0,9
0,9
0,9
0,9
0,9
0,9
0,9
0,9
0,9
0,9

90
130
140
200
275
310
375
410
450
520
610

50
50
50
50
50
50
50
20 / 30
20 / 30
20 / 30
15

BD = radni pritisak


