GAR ABS

HANSAVFLEX

Skidac¢, GA-R

Osobine

Konstrukcija Skidaé ! i }
Brzina max. 0,5m/s | @“ T
Temperatura min. -30 °C '

Temperatura max. 100 °C

Mediji Mineralna ulja

Vodene emulzije
Montaza utiskuje se u otvoreni Zleb
Materijal (1) Caura: gelik

(2) Skidac: 90° Shore A NBR
Primena Hidraulika
Opis

Mala potreba za prostorom

bez prodirana prljavstine preko spoljasnjeg metalnog prstena.

Jednostavno resenje.

Napomene u vezi porudZbine
Molimo kontaktirajte nas ukoliko imate pitanja u vezi posebnih uslova rada (te€nosti, temperatura, pritisak ...).
Mogué¢ drugi materijal: FPM.
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Artikal
Naziv d D L H
(mm) (mm) (mm) )
GA 12 18-3-R 12 18,0 35 5,0
GA 14 20-3-R 14 20,0 35 5,0
GA 15 21-3-R 15 21,0 35 5,0
GA 16 22-3-R 16 22,0 35 5,0
GA 18 28-5-R 18 28,0 5,0 7,0
GA 20 30-5-R 20 30,0 5,0 7,0
GA 22 32-5-R 22 32,0 5,0 7,0
GA 25 35-5-R 25 35,0 5,0 7,0
GA 28 38-5-R 28 38,0 5,0 7,0
GA 30 40-5-R 30 40,0 5,0 7,0
GA 30 40-7-R 30 40,0 7,0 10,0
GA 32 42-5-R 32 42,0 5,0 7,0
GA 36 46-5-R 36 46,0 5,0 7,0
GA 40 50-5-R 40 50,0 5,0 8,0
GA 42 52-5-R 42 52,0 5,0 7,0
GA 45 55-5-R 45 55,0 5,0 7,0
GA 50 60-5-R 50 60,0 5,0 7,0
GA 55 65-5-R 55 65,0 5,0 7,0
GA 56 66-5-R 56 66,0 5,0 7,0
GA 60 70-5-R 60 70,0 5,0 7,0
GA 63 73-5-R 63 73,0 5,0 7,0
GA 65 75-5-R 65 75,0 5,0 7,0
GA 70 80-5-R 70 80,0 5,0 7,0
GA 75 83-7-R 75 83,0 7,0 10,0
GA 80 88-7-R 80 88,0 7,0 10,0
GA 80 90-7-R 80 90,0 7,0 10,0

Uprkos paZljivom proveravanju, ne mozemo iskljuciti greske i ne preuzimamo nikakvu garanciju za navedene podatke.
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