
PRT S HR
Perrot spojnice, ispupčeni deo, spoljni navoj

Uprkos pažljivom proveravanju, ne možemo isključiti greške i ne preuzimamo nikakvu garanciju za navedene podatke.
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Osobine
Priključak 1 Muški element za spojnicu
Priključak 2 BSP spoljni cilindrični navoj
Materijal čelik
Površinska zaštita galvanizovano

Artikal
Naziv Radni pritisak Dimenzija spojnice G1
 (bar) (mm)

PRT S 50 HR 1.1/2
PRT S 50 HR 2
PRT S 70 HR 2
PRT S 70 HR 2.1/2
PRT S 70 HR 3
PRT S 89 HR 2.1/2
PRT S 89 HR 3
PRT S 108 HR 2.1/2
PRT S 108 HR 3
PRT S 108 HR 4
PRT S 133 HR 2.1/2
PRT S 133 HR 4
PRT S 133 HR 5
PRT S 159 HR 2.1/2
PRT S 159 HR 4
PRT S 159 HR 6

25,0
25,0
25,0
25,0
25,0
25,0
25,0
25,0
25,0
25,0
25,0
25,0
25,0
25,0
25,0
25,0

50,0
50,0
70,0
70,0
70,0
89,0
89,0
108,0
108,0
108,0
133,0
133,0
133,0
159,0
159,0
159,0

G 1.1/2" -11
G 2" -11
G 2" -11
G 2.1/2" -11
G 3" -11
G 2.1/2" -11
G 3" -11
G 2.1/2" -11
G 3" -11
G 4" -11
G 2.1/2" -11
G 4" -11
G 5" -11
G 2.1/2" -11
G 4" -11
G 6" -11


