GE HRED HB
Uvrtni navojni nastavak HANSA[/FLEX

Osobine

Prikljugak 1 BSP spoljni cilindriéni navoj o
Oblik zaptivke 1 Oblik E -

Prikljucak 2 BSP spoljni cilindri¢ni navoj

Oblik zaptivke 2 60° unutrasniji konus ]

Konstrukcija Uvrtni navojni nastavak

Konstrukcija pravo -

Materijal Celik

Povrdinska zastita galvanska previaka

Napomena
Moze se koristiti kao muski navoj sa ED i kao spaja¢ sa unutrasnjim konusom od 60°

Artikal
NEYA\Y G1 G2 L1 SW
(mm) (mm)

GE HRED 02 HB G 1/8" -28 G 1/8"-28 24,0 14
GE HRED 04 HB 02 G 1/4" -19 G 1/8"-28 28,5 19
GE HRED 04 HB G 1/4" -19 G 1/4"-19 33,0 19
GE HRED 04 HB 06 G 1/4"-19 G 3/8"-19 34,5 19
GE HRED 06 HB 04 G 3/8"-19 G 1/4"-19 33,5 22
GE HRED 06 HB G 3/8"-19 G 3/8"-19 35,0 22
GE HRED 06 HB 08 G 3/8"-19 G 1/2"-14 38,5 22
GE HRED 08 HB 06 G 1/2"-14 G 3/8"-19 37,5 27
GE HRED 08 HB G 1/2" -14 G 1/2"-14 41,0 27
GE HRED 08 HB 10 G 1/2" -14 G 5/8"-14 43,0 27
GE HRED 08 HB 12 G1/2"-14 G 3/4"-14 45,0 32
GE HRED 12 HB 08 G 3/4"-14 G1/2"-14 43,0 32
GE HRED 12 HB G 3/4" -14 G 3/4"-14 47,0 32
GE HRED 12 HB 16 G 3/4" -14 G1"-11 51,0 32
GE HRED 16 HB 12 G1"-11 G 3/4"-14 49,0 41
GE HRED 16 HB G1"-11 G1"-11 53,0 41
GE HRED 20 HB 16 G 1.1/4" -11 G1"-11 55,0 50
GE HRED 20 HB G 1.1/4" -11 G 1.1/4" -11 58,0 50
GE HRED 24 HB G1.1/2"-11 G1.1/2"-11 64,0 55

SW = veli¢ina klju¢a

Rezervni delovi
wD Mekana zaptivka za ED navojne spojeve

Uprkos paZljivom proveravanju, ne mozemo iskljuciti greske i ne preuzimamo nikakvu garanciju za navedene podatke.
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