FI HD E MP
Elemenat filtera za visokopritisni filter MP HANSA[/FLEX

Osobine FIHDE MP
Posebne karakteristike ~ Ap max. 20 bar ot —
Temperatura min. -25°C S
Temperatura max. 120 °C
Materijal Zaptivka: NBR J
Radni pritisak maks. 210 bara

_.|; al ...... alad
Artikal

Filterska jedinica Povrsina filtera Qmax Filter material
(pm) (cm2) (L/min)

FI HD E MP 0078 A10 10,0 300 80 neorganski 76,5 52,0 24,0 0,21
FI HD E MP 0086 A05 5,0 399 34 neorganski 86,0 45,0 25,4 0,20
FI HD E MP 0086 A10 10,0 399 60 neorganski 86,0 45,0 25,4 0,20
FI HD E MP 0114 A05 5,0 550 58 neorganski 114,0 45,0 25,4 0,30
FI HD E MP 0114 A10 10,0 550 95 neorganski 114,0 45,0 25,4 0,30
FI HD E MP 0210 A05 5,0 1069 100 neorganski 210,0 45,0 25,4 0,42
FI HD E MP 0210 A10 10,0 1069 100 neorganski 210,0 45,0 25,4 0,42
FI HD E MP 0234 A05 5,0 1672 200 neorganski 234,0 51,0 271 0,60
FI HD E MP 0234 A10 10,0 1672 200 neorganski 234,0 51,0 27,1 0,60
FI HD E MP 0236 A05 5,0 2943 350 neorganski 236,0 78,0 40,2 1,30
FI HD E MP 0236 A10 10,0 2943 350 neorganski 236,0 78,0 40,2 1,30

Qmax - maks. volumen protoka

Uprkos paZljivom proveravanju, ne mozemo iskljuciti greske i ne preuzimamo nikakvu garanciju za navedene podatke.
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