K-VORFIL PC-BEHLTER SCHUTZK HANSA
Pre-filtors HANSAVFLEX

Osobine — A

Ulazni pritisak 1.5-16 bar l_ !
Temperaturni opseg -10 °C to +50 °C ; | ]C
Mediji Komprimovani vazduh ~ - _-1._ -
Filterska jedinica 0,30 um 1 (=N
Prikljuéni navoj Material: Die-cast zinc e

Posuda Polycarbonate (with bayonet lock)

Elemenat filtera Impregnated paper |

Kuéiste Material: Grivory® (PA 66) pres :

Zavrtan;j Polyamide B

Merenje vrednosti protoka At P2 = 6 bar, pressure drop Ap = 0.5 bar

Napomena
Ostali podaci na upit.

Opis
Pre-filters in modern design for compliance with strict compressed air purity requirements. Pre-filters are used to separate solid impurities up to
0.3 pm from compressed air and gases.

Artikal
Naziv Navoj Protok A B C Ispust kondenzata
(L/min) (mm) (mm)

K- 07 25 10 25 G1/4 500 52,0 169,5 mm 39,5 Semi
K- 07 25 10 26 G 3/8 500 52,0 169,5 mm 39,5 Semi
K- 07 25 10 27 G 3/8 750 63,0 195,0 mm 47,8 Semi
K- 07 2510 28 G1/2 750 63,0 195,0 mm 47,8 Semi
K- 07 25 10 15 G 3/4 2000 85,0 255,0 mm 63,0 Semi
K- 07 25 10 16 G1 2000 85,0 255,0 mm 63,0 Semi
K- 07 25 10 29 G1/4 500 52,0 186,5 mm 39,5 Auto
K- 07 25 10 30 G 3/8 500 52,0 186,5 mm 39,5 Auto
K- 07 2510 31 G 3/8 750 63,0 210,5 mm 47,8 Auto
K- 07 25 10 32 G1/2 750 63,0 210,5 mm 47,8 Auto
K- 07 25 10 17 G 3/4 2000 85,0 269,0 mm 63,0 Auto
K- 07 2510 18 G1 2000 85,0 269,0 mm 63,0 Auto

Rezervni delovi
K-HALTERBAUSATZ HANSA Holder HANSA

K-ERSATZBEHAELTER HANSA POLY  Spare tank HANSA polycarbonat

K-DIFFERENZDRUCKANZEI MONO Differential pressure and differential
pressure gauge

K-DIFFERENZDRUCKMANOMETER Differential pressure gauge

Uprkos paZljivom proveravanju, ne mozemo iskljuciti greske i ne preuzimamo nikakvu garanciju za navedene podatke.
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