K-FI PC-BEHAELTER MULTIFIX
Filters with polycarbonate bowl HANSA[/ FLEX

Osobine
Ulazni pritisak Max. 16 bar (polycarbonate bowl), Max. 20
bar (metal bowl)
Temperatura medija max. 60 °C ;
Temperatura okoline Max. 60 °C
&

Sirina pora u elementu filtera 5 um (BG 1/ BG 2), 40 pm (BG 3)

Kuéiste Die-cast zinc, Aluminium for G 1 variant e
Drain valve Semi-automatic ! I
Merenje vrednosti protoka At P1 = 6 bar and pressure drop Ap = 1 bar \_,‘ﬂﬂ_y_ S
Napomena

Ostali podaci na upit.

Opis
Centrifugal separators with a sintered filter element.
Artikal
Konstrukciona velicina
K- 07 25 00 46 G 1/4 2100 47,8 152,1 mm 27,0 125,1 6 1
K- 07 25 00 49 G 3/8 2100 47,8 152,1 mm 27,0 125,1 10 1
K- 07 25 00 52 G1/2 4000 68,8 181,8 mm 34,5 147,3 15 2
K- 07 25 00 55 G 3/4 4000 68,8 181,8 mm 34,5 147,3 20 2
K- 07 25 00 58 G1 8000 100,0 305,8 mm 52,0 253,8 25 3

Rezervni delovi

K-HALTERBAUSATZ MULTIFIX Holder
K-KOPPELPAKET MEHR Coupling packet
K-KOPPELPAKET SCHMA Coupling packet
K-METALLBEHAELTER OELER MULTIFIX Metal tank oiler
K-PC-BEHAELTER FILTER MULTIFIX Polycarbonate tank filter
K-SCHUTZKORB G Protective cage
K-FILTERELEMENT Filter element
K-AUTOMAT ABLASSVENTIL Automatic drain valve

Uprkos paZljivom proveravanju, ne mozemo iskljuciti greske i ne preuzimamo nikakvu garanciju za navedene podatke.
20.03.2026 HANSA-FLEX AG www.hansa-flex.com 1



