K-WV 5/3 ELEKTROPNEU MITTELSTELLUNG
5/3-way pilot valves (monostable) HANSA[/FLEX

Osobine

Radni pritisak 2,5 - 10 bar (monostable)\n1,0 - 10 bar (bistable)\
nvacuum up to 10 bar (external pilot air)

min. radni pritisak 2.5 bar (monostable), 1.0 bar (bistable)

Temperaturni opseg -10 °C to +60 °C
Protok 6bara i 10bara 550 NI/min (G 1/8), 1100 NI/min (G 1/4), 2150 NI/
min (G 3/8), 4600 NI/min (G 1/2)

Protok 6bara i 5bara 400 Ni/min (G 1/8), 750 Ni/min (G 1/4), 1560 NI/
min (G 3/8), 3200 Ni/min (G 1/2)

Napomena
Ostali podaci na upit.

Artikal
Priklju¢ak Funkcija Broj plana ukljucivanja

K- 07 15 03 30 G1/8 24V DC 5 5/3-way 37
K- 07 15 03 31 G1/4 24V DC 8 5/3-way 37
K- 07 15 25 87 G 3/8 24V DC 13 5/3-way 37
K- 07 1503 32 G1/2" 24V DC 15 5/3-way 37
K- 07 15 03 33 G 1/8 230V, 50 Hz 5 5/3-way 37
K- 07 15 03 34 G 1/4 230V, 50 Hz 8 5/3-way 37
K- 07 15 25 88 G 3/8 230V, 50 Hz 13 5/3-way 37
K- 07 15 03 35 G1/2" 230V, 50 Hz 15 5/3-way 37
K- 07 15 03 36 G1/8 24V DC 5 5/3-way 38
K- 07 15 03 37 G1/4 24V DC 8 5/3-way 38
K- 07 15 25 89 G 3/8 24V DC 13 5/3-way 38
K- 07 15 03 38 G1/2" 24V DC 15 5/3-way 38
K- 07 15 03 39 G 1/8 230V, 50 Hz 5 5/3-way 38
K- 07 15 03 40 G1/4 230V, 50 Hz 8 5/3-way 38
K- 07 15 25 90 G 3/8 230V, 50 Hz 13 5/3-way 38
K- 07 15 03 41 G1/2" 230V, 50 Hz 15 5/3-way 38
K- 07 15 03 42 G1/8 24V DC 5 5/3-way 39
K- 07 15 25 91 G 3/8 24V DC 13 5/3-way 39
K- 07 15 03 43 G1/4 24V DC 8 5/3-way 39
K- 07 15 03 44 G1/2" 24V DC 15 5/3-way 39
K- 07 15 03 45 G 1/8 230V, 50 Hz 5 5/3-way 39
K- 07 15 03 46 G1/4 230V, 50 Hz 8 5/3-way 39
K- 07 15 25 92 G 3/8 230V, 50 Hz 13 5/3-way 39
K- 07 15 03 47 G1/2" 230V, 50 Hz 15 5/3-way 39

Uprkos paZljivom proveravanju, ne mozemo iskljuciti greske i ne preuzimamo nikakvu garanciju za navedene podatke.
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