K-WTST SAFETY BKR SCHA AN DR MULTI

SAFETY service unit sets, comprising a ball valve with silencer, start-

up valve and pressure regulator with lock cylinder HANSA[/FLEX

Osobine L B |

Ulazni pritisak 2 -16 bar

Izlazni pritisak 0.5- 10 bar T

Temperaturni opseg Max. 60 °C

Mediji Komprimovani vazduh C ﬁﬁﬂ =T A

Zaptivni materijal NBR I S @“‘i—’*

Posuda Polycarbonate (with bayonet lock) and E s
bow! guard J_ﬂ'_

Poklopac opruge POM

Elemenat filtera Cellpor (PE) 5 um

Kuciste Die-cast zinc

Membrana NBR

Drain valve Semi-automatic

Merenje vrednosti protoka At P1 =8 bar, P2 = 6 bar and pressure
drop Ap =1 bar

Ostali podaci see data sheets of the individual
components (on request)

Priklju€ak za odzragivanje Kugli€ni ventil Silencer

Opis

These compressed air service unit sets, comprising a ball valve with silencer, a start-up valve and one out of a pressure regulator, filter regulator
or service unit, meet even the strictest requirements for operating reliability and accident prevention!

Napomene u vezi porudZbine

The price does not include a padlock. Please order separately. For accessories and spare parts, refer to individual components: ball valve, start-up
valve, pressure regulator, filter regulator, 2-piece service unit.

Artikal

Naziv Navoj Opseg regulacije Protok A B C
(L/min) (mm) (mm)

K- 07 25 15 11 G1/4 2-10 bar 1000 128,0 137,8 mm 94,0

K- 07 25 15 12 G1/2 2-10 bar 4000 189,0 200,8 mm 122,0

K- 07 25 15 13 G1 2 -10 bar 12000 241,7 282,8 mm 157,0

Uprkos paZljivom proveravanju, ne mozemo iskljuciti greske i ne preuzimamo nikakvu garanciju za navedene podatke.
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